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PREFACE

-- ------ ---------1

This report is one of several emanating from the Shipbuilding

Technology Transfer Program performed by Livingston Shipbuilding Company

under a cost sharing contract with the U.S. Maritime

The material contained herein was developed from

standardization program presently in operation in the

Ishikawajima-Harima Heavy Industries (IHI) of Japan.

Administration.

the study of the

shipyards of

Information for

this study was derived from source documentation supplied by IHI,

information obtained directly from IHI consulting personnel assigned

on-site at Livingston, and from personal observations by two teams of

Livingston personnel of

Japan.

In order to place

logy Transfer Program,

actual operations at various

this study in context within

IHI shipyards in

the overall Techno-

a brief overview of the program and its organi-

zation is provided in the following paragraphs:

THE TECHNOLOGY TRANSFER PROGRAM (TTP)

The U. S. shipbuilding industry is well aware of the significant

shipbuilding cost differences between the Japanese and ourselves. Many

reasons have been offered to explain this differential and whether the

reasons are valid or not, the fact remains that Japanese yards are

consistently able to offer ships at a price of one-half to two-thirds

below U. S. prices.

Seeing this tremendous difference first hand in-their own estimate

of a bulk carrier slightly modified from the IHI Future 32 class design,

Livingston management determined to not only find out why this was
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true but to also attempt to determine precise differences between IHI

and Livingston engineering and design practices; production planning

and control methods; facilities, production processes, methods and

techniques; quality assurance methods; and personnel organization,

operations and training. The obvious objective of such studies was to

identify, examine and implement the

cesses which promised a significant

design/production process..

Japanese systems, methods and pro-

improvement in the Levingston

With this objective in mind, and recognizing the potential appli-

cation of the TTP results to the American shipbuilding industry, Lev-

ingston initiated a cost-sharing contract with MarAd to provide docu-

mentation and industry seminars to reveal program findings and produc-

tion improvement results measured during production of the bulkers.

Subsequently, Livingston

(an American corporation

the areas to be explored

personnel required during the period of re-design and initial construc-

tion of the first bulker.

subcontracted with IHI Marine Technology Inc.

and a subsidiary of IHI, Japan) specifying

and the number and type of IHI consulting

6 -

Cost Accounting .

Engineering and Design

Planning and Production Control

Facilities and Industrial Engineering

Quality Assurance

Industrial Relations

Basically, the program is organized into six major tasks:

1 -

2 -

3 -

4 -

5 -

ii



beneath each of these major tasks is a series of sub-tasks which further

delineate discrete areas of investigation and study. Each sub-task area

has been planned and scheduled to: 1) study IHI systems, methods and

techniques; 2) compare the Livingston and IHI practices; 3) identify

improvements to the Livingston systems; 4) implement approved changes;

5) document program findings, changes to the Livingston systems, and

me results of those changes; and 6) disseminate program findings and

results to industry via MarAd.



















SECTION 1

INTRODUCTION

1.1 PURPOSE AND SCOPE

The purpose of this study was to analyze

Standards and their application in the actual

the Japanese (IHI) concept of

working environment in IHI

shipyards. As in the many other areas of study within the Technology Trans-

fer Program (TTP), the objective of the study was to define possible

beneficial and cost-saving elements or methodologies which could be insti-

tuted in Livingston and in other medium-size shipyards in the United States.

It was originally intended that the examination of standards would be

performed in a number of separate areas within the various tasks, i.e.,

design and material standards in Task 2, process and cost standards in Task

4, and tolerance standards in Task 5. Early findings, however, revealed

that the Japanese approach to standards, like their approach to planning

and production control, -is that standards–and standardization are key

features of their overall management philosophy and not merely aspects of

different areas of activity. The separate components of the study of

standards were therefore brought together to be studied as a single system.

1.2 PRINCIPLES OF STANDARDIZATION

Everyone today recognizes the values of standardization. Virtually

every handbook or textbook on manufacturing systems contains a chapter or

section on standardization and the benefits that result therefrom. This

study revealed no new technology, but like other reports in

it does reveal a superior achievement in the’ application of

ization techniques and methods within the marine industry.

this series,

known standard-
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IHI philosophy is that manufacturing

products. The design of the facility and

plants exist to produce specific

the work methods employed are

determined by that product. Any large scale standardization effort must

therefore begin in the design stage. Because the associated manufacturing

facilities already exist, standardization of design must be accomplished

in harmony with production limitations and capabilities. An often-heard

phrase during the TTP was “everything starts in Design and ends in Design”.

This is IHI’s way of saying that decisions emanating from Design affect

everyone and everything and that feedback to Design is necessary so that

Design is cognizant of and responsive to the needs of the production

departments. The bottom line is “cost with quality” and every department

is responsible.

From standardization of the product, the effort expands. Material is

coded, vendors selected, material purchased, production plans determined,

and schedules set. For each activity, hundreds of pieces of information

pass through the system. Information, though, as conmmunication engineers

have determined, consists of two parts: that which is identical to previous

information

has changed

opportunity

and that which is changed. True information is only that which

and standardization minimizes the number of changes. The

to reduce the amount of data handled at every level in the

manufacturing process depends directly

Reduction in data handled also reduces

standings.

on the extent of standardization.

the occurrence of errors and misunder-

Counter to rigid standardization is the need for flexibility to accom-

modate customer requirements and changing technology. The compromise is to

structure the information (the ship design, plans, schedules, etc.) in such

a way that changes in one area have a minimum ripple effect throughout the
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ng the range of possibilities in a design in terms of only-a

options is an often-used technique. Production schedules, ori

usually provide slack or buffer time between the completion

date at one step and the start date of the next step in order to minimize

downstream schedule dislocations due to production problem earlier in the

sequence. For both design and production groups, the goal is the same--

minimize the changes and isolate the impact of

Standardization of the product allows the

specialized. Economy, through the application

changes that do occur.

production facilities to be

of mass production techniques,

is well known. TTP reports on Planning and Production Control and Facilities

and Industrial Engineering cover details of IHI’s implementation of many of

these techniques. The development of conveyors, jigs, fixtures, the

familiarity of the workers with the equipment, work methods, and ship

design are all greatly enhanced as the ship design is standardized.

Facilities are organized in one of_ three ways according to the layout

of equipment and the movement of material:

1) Fixed-position layout where the product stays in one
position and material is brought to it;

2) Process layout where material is routed to different
areas where specialized processes (different for each
area) are carried out; and

3) Product flow layout where work-in-progress is moved
by conveyor or similar means from one work station
to the next.

Shipbuilding uses all three. The last several decades have shown an

overall movement from the first and second to the second and third in the

attempt to apply mass production technology, i.e., from

to ship production. IHI has made a concerted effort to

as far as possible.

ship construction

carry the evolution
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The problem still remains that shipbuilding for most shipyards is pro-

ducing customized products in small lot sizes. American and European manu-

facturers in other industries have recently introduced the concept of “Group

Technology”. IHI uses the term to include Family Manufacturing, process-

lanes, worker groups, and product-work-breakdown.* A basic component of

group technology is the set of requirements imposed on the parts classi-

fication and coding system.

This coding leads directly to computerization. In fact, successful

computerization of a shipbuilding data base is directly correlated with

successes in standardization. Computer-aided design, computer-aided

manufacturing (CAD/CAM) and computer-aided process planning (CAPP) all

require standardized data in computerized files.

1.3 IHI’S STANDARDIZATION EFFORTS. —

Overall, IHI views its standardization efforts as:

1) a long range planning effort

2) a means of resolving recurring problems

3) documentation of things learned

4) cost reduction

The paper presented by Y. Ichinose at the University of Michigan

entitled “Standardization and Modularization in Shipbuilding” (included

as Appendix A) is an excellent summary of the rationale and success of

Japan’s and IHI’s design and material standardization efforts. But the

scope of IHI’s standardization efforts is much broader. It is no less than

the standardization of the shipbuilding management process.
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For any vessel, the ordered set of production processes is the

production plan. The myriad of schedules and plans as described in the

volumes on Planning and Production Control are a set of procedures. Any

document or procedure used repeatedly in essentially the same form becomes

a de facto standard. IHI recognizes this and has incorporated this as a

basic part of management philosophy permeating all levels of the organiza-

tion.

Standards are also a tool for communication. Design standards (see

Section 2) developed with the aid of production personnel formalize

design practices best suited for both design and production. These stan-

dards in turn provide “instant experience” to new Personnel. Material

standards (see Section 3) are the shorthand notes between Design and

Purchasing Departments reducing the volume of descriptive data as well

as reducing the variety of materials and supplies maintained in inventory.

In the same way, tolerance standards (see Section 4) provide a clean

and definite set of agreements between the design, production, and quality

assurance groups. Everyone knows what is required as well as having

addressed and settled the questions of how much quality can be. achieved

for what cost.

Process standards (see Section 5) cover not only basic marking,

cutting, and welding processes but also assembly methods up to and includ-

ing assembly specification plans which detail the methods to be followed

during fabrication, assembly and erection. The most cost effective

methods (and alternatives) are documented forming the basis for all future

plans.
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Having covered the what and the how, cost standards (see Section 6)

document the when. All of IHI's long-range and detailed schedules dis-

cussed in the volumes on Planning and Production Control depend upon

accurate feedback and documentation of the manhour costs from design

through  de1ivery. Consistency in product design, consistency in planning

methodology, and consistency in production methods lead to greater con-

sistency and lower costs in returned manhours.

From this viewpoint, then, it is clear that the standardization

effort is an evolutionary one. Any system must contain within it the

means to adapt if it is to survive. For IHI's standards system, the task

of continually reviewing, updating old standards, deleting obsolete ones,

and creating new standards is recognized as vital and is a basic assign-

ment for all members of the organization.

1.4 APPLICATION OF IHI TECHNOLOGY

Prior to the commencement of the Technology Transfer Program, Leving-

ston was aware of the need for standards and had hoped that some might

be directly transferable. During the course of the program the scope and

depth of the IHI standardization effort became clear and made a considerable

impact.

At the start of the program, a parallel effort was being made by

Levingston to reorganize, codify and streamline all phases of documentation.

Figure l-l illustrates the pyramid structure of that effort. Standards

then as now formed the base. This arrangement was overwhelmingly and

repeatedly confirmed by the practices and methods utilized by IHI.

Regrettably, few IHI standards (except process stnadards) could be

transferred intact into the Levingston system. Differences in major
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product, vendor relationships, yard facilities, national standards, measure-

ment systems, and a host of other differences prevented any such direct

transfer. But what did transfer was the clear and consistent message of the

need for an on-going standardization program. Application was, therefore.

directed more toward standards program structure; what should standards

cover; documentation; use and so forth. This report reflects that emphasis.

lhe working document by which Livingston Standards are being developed is

the Standard Operating Procedure for the Initiation, Review and Issuance of

Livingston Standards and is included as Appendix G.

1.5 ORGANIZATION OF REPORT

This report comprises two volumes: I - Findings and Conclusions and

11 - Appendices. This volume consists of six sections as follows:

Section 1:

Section 2:

Section 3:

Section 4:

Section 5:

Section 6:

Section 1 contains an

philosophy and tool.

Introduction

Design Standards

Material Standards

Tolerance Standards

Process Standards

Cost Standards

overview of the role of standards as a management

Sections 2 through 6 detail IHI’s standardization

efforts in specific areas.

A series of appendices are included in Volume 11 of this report

that contain data provided by IHI in the course of this program. This

appendix material is tied directly to the text in Volume I to clarify by

example the points made there. The appendices are listed below:
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Appendix

A Standardization and Modularization in Shipbuilding

B JIS Group F Standards on Shipbuilding

c IHI Index of Basic Standards

D Examples of IHI Standards - SOT A221XXX
Hull Structure Material Application

E Examples of IHI Standards - SOT B5XXXXX

F Example of IHI Standards in Use

G Livingston Standard Operating Procedure,
“Initiation, Review, and Issuance of Livingston
Standards”

Throughout this report reference is made to other reports produced

of Livingston in the course of the Technology Transfer Program. A list

of these reports is presented below: 

Cost Accounting Final Report

Engineering and Design Final Report

Planning and Production Control Final Report

Facilities and Industrial Engineering Final Report

Quality Assurance Final Report

Industrial Relations Final Report
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SECTION 2

DESIGN STANDARDS

2.1 INTRODUCTION

Mr. Y. Ichinose’s paper on standardization (Appendix A) shows the extent

to which the concepts of standardization have been applied by IHI designers.

The philosophical base for the effort was explained by Dr. Hisashi Shinto*

as a change in goals by shipyard designers. Prior to the 1950’s, designers

making the ships’ per-

red designers to consider

building ships more

due to 1) experience

were preoccupied with “what

formance better in service.

“how better build’’--that is

better build’’--that is

The new approach requi

developing methods for

economically. This change in approach was largely

with mass-produced standardized ships during World ”War II, 2) acquaintance

with aircraft design methods which incorporate build methods by shipyards

that had built aircraft during World War II, 3) competition in the inter-

national market, and 4) introduction of the block assembly methods by

E. L. Harm of the National Bulk Carriers, Inc.

This section expands upon the material presented in Appendix A with

more details of the structure of IHI standards and their use.

2.2 DEVELOPMENT OF NATIONAL AND SHIPYARD STANDARDS

That a significant difference exists between the role of the govern-

ments of Japan and the U. S. in promoting national standards is not new

to U. S. shipbuilders. The Japanese Industrial Standardization Law gives

that government the authority to select a designated commodity or designated

*President of IHI, in a talk presented before the 1967 Annual Tanker
Conference of the American Petroleum Institute.

2-1



--

processing technique for a product. This is done when the quality of the

commodity or product must be guaranteed due to its widespread use or

manufacture.

Figure 2-1 shows the major groupings of the Japanese Industrial Stan-

dards (JIS). while many parts of the JIS have been selected as designated

An index of standardscommodities or processing techniques, not all are. .

on shipbuilding (Group F) is included as Appendix B. These are consensus

standards generated through enthusiastic cooperation within and among

professional societies, industrial groups, universities, and agencies of
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2.3 ORGANIZATION AND USE OF IHI DESIGN STANDARDS

The product of the Design Department consists of three parts:

(1) Basic drawings for making the contract

(2) Keyplan for making working drawings

(3) Working drawings for production

Parts (1) and (2) show what is to be built while part (3) shows how

to build it. The emphasis on “how better build” is reflected in the number

and scope of the working drawings.

The structure for the standards for working drawings is shown in

Figure 1 of Appendix A. A general index to the Basic Standards (IS and

SOT) is included as Appendix C. The entire Shipbuilding Process and Inspec-

tion Standard (SPAIS) is included in the TTP report Quality Assurance,

Volume 2.

 The Basic Standards are quite detailed. For example, the general

index shows 1S-S0 246XXXX Signaling Instruments. The detailed index

(Figure 2-2) lists 37 separate standards. Appendix D contains the detailed

listing of the Hull Structure Material Application Standard group

IS-SOT A221XXX followed by the standards themselves. Appendix E illustrates

the IS-SOT B Series, while Appendix F shows how a drawing for a specific

ship can be quickly prepared by including “off-the-shelf-standards” -

For the purposes of the TTP, IHI design standards were classified into

three categories based on the type of information given:

1) General definition and material coding standards

2) Detailed design standards
.

3) Production standards

2-4
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The standards were

directly involved:

T2-1 through T2-15

also classified by the Livingston Design Section most

Hull, Piping, Machinery, Electrical, and Joiner. Tables

list the basic standards used in the comparison.

The development of yard plans from the key plans depends heavily on

standardization. The TTP reports entitled Engineering and Design and Planninq

and Production Control detail the numerous plans and schedules that must be

developed. A detailed schedule of supplying drawings to the yard is pre-

pared as the “Design Procedure and Drawing Supply Schedule” for a particular

ship type and is referred to as a “Management Standard”.

Much of IHI’s success in shipbuilding has been attributed to the

detail of the plans and the on-time performance of those who prepare them.

There are several methods used to reduce the manhours for drawing preparation:

1) photographic methods whereby reproduced drawings are
enhanced with details for specific application

2) computer generated drawings and material lists

3) “off-the-shelf” standards assembled into specific
hul l drawings (illustrated in Appendix F)

4) sets of manuals for design and drawing practice

Standards on coding, design practices, production practices, drafting

room procedures, material specifications and so forth are reduced in size

and bound in book form for ready reference by designers and drafters- Different

books are assembled for the separate design sections:

etc. These ready-reference manuals put the shipyard’s

directly in the hands of those who need it. They also

hull, piping, machinery,

accumulated experience

help to ensure

uniformity of application within departments and compatibility among depart-

2-6
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TABLE T2-4

GENERAL DEFINITION AND MATERIAL CODING FOR PIPING

Standard of discrimination for piping

Numbering system of piping

Guidance of numbering for pipe fitting

Piping insulation mark

Sub code of piece drawing for pipe

Symbols for piping and ducting

Piping system mark

Material code guidance of common part

Symbols for piping arrangement

Material code guidance of hull piping

TABLE T2-5

DETAILED DESIGN FOR PIPING

Design standard of maintenance space for 
fittings

Hull outfitting working plan drawing manual

Control piping design manual (Hull part)

Material list for fitting

Application standard of bolts and nuts

Application standard of pipes

Piping diagram

Design standard for pipe penetration pieces
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TABLE T2-6

PRODUCTION PRACTICE FOR PIPING

Minimum working space required for welding

Application standard of bender for steel pipes

Application standard of adjusting pipes

Working standard of heat insulation for piping

Standard of bending procedure for pipe

Standard of assembly procedure for butt welded joint

Standard procedure for steel branch pipe assembly

Standard of asssembly procedure for model pipe

Piping practice such as:

pipe size of piping system

group of pipes

fabrication of piping

bend of piping

butt welding of steel pipe

joint fittings

reducer

branch

penetration piece

surface treatment of pipes

pipe fitting & accessories



TABLE T2-7

GENERAL DEFINITI0N AND MATERIAL CODING FOR MACHINERY

Standard of abbreviation of machinery

Standard of name for deck flat or floor at E/R

Symbol marks for key plan of hull outfitting

Guidance for piece identification number of
fittings

Parts code and piece number for auxiliary
machinery seat

Material code guidance of outfitting

Guidance for drawing number of purchase order
specification

Material code guidance of machinery part

Term & code number of machinery

TABLE T2-8

DETAILED DESIGN FOR MACHINERY

Design standard of maintenance space for fitting

Hull outfitting working plan drawing manual

Material list for fitting

Application standard of bolts and nuts

Drawing standard for machinery fitting plan

Engine room insulation standard
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TABLE T2-9

PRODUCTION PRACTICE FOR MACHINERY

Welding method of fittings 

Welding practice of fittings for superstructure

Machining measuring and accuracy of Stern tube

Fitting process of stern bushing

Fitting process for main diesel and shafting

Miscellaneous practice such as:

tank construction

ventilating truck

insulation and lagging

colour schedule

foundation of auxiliary machinery

deck coaming

fitting method of support

TABLE T2-10

GENERAL DEFINITION AND MATERIAL CODING FOR ELECTRICAL

Marine electrical symbol

Material code guidance of electrical parts

Abbreviated names of electric equipment

Marine electrical system mark

Piece identification number of electric fittings
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TABLE T2-11

DETAILED DESIGN FOR ELECTRICAL

Drawing form of electric wiring arrangement

Drawing form of electric fitting arrangement

Installation method of electric cable and appliance

Distance between electric cable way and high fever pipe

Calculation formulary of electric cable ways width

Cable penetration of hull structure

Material list guidance for electric fitting

Shape of electric cable entry to electric equipment

TABLE T2-12

PRODUCTION PRACTICE FOR ELECTRICAL 

Installation method of electric cable & appliance

Fitting method of electric cable way & electric apparatus
seat to hull structure

Installation method of ceiling light in engine room work
space

Standard fitting height of electric equipment

Installation method of bending radial for steel gas-pipe
for cable way

TABLE T2-13

GENERAL DEFINITION AND MATERIAL CODING FOR JOINER

Symbol marks for joiner plan

Material code guidance of joiner work

Classification guidance of accommodation fittings

Drawing form of joiner arrangement

Drawing form of joiner work plan
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TABLE T2-14

DETAILED DESIGN FOR JOINER

Typical construction of joiner bulkhead

Typical construction of non-combustible
at corridor

Typical construction of joiner bulkhead
to cabin

●

at corridor

joiner bulkhead

between cabin

Typical construction of ceiling

Typical detail construction of joiner work

Typical detail construction of non-combustible joiner
work

Typical construction of ref. prov. chamber

Drawing standard for working arrangement & fitting plan of
accommodation space

TABLE T2-15

PRODUCTION PRACTICE FOR JOINER

Practice of deck covering

Practice of heat insulation in accommnodation

Practice of insulating deck covering
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Over the years, the standardization of shipyard data has proceeded

hand-in-hand with computerization. The organization of the Aioi design

office reflects this relationship by having a Computerization Group

comprised of two teams: the Computerization Team and the Standardization

Team. As pointed out in the introduction to IHICS (Integrated Hull Infor-

mation Control System), the need to generate a large volume of detailed

information in a short time is a prime goal. The ability to obtain this

information with relatively small input is based on a vast amount of

previously stored standard data (see Figure 2-3). A detailed explanation

of-the IHICS system can be found in the TTP report on Engineering and

Design.

2.4 APPLICATION OF IHI TECHNOLOGY

One of the more frustrating developments of the TTP was the realiza-

tion that there were no great shortcuts-in establishing design standards.

There could be very little if any direct transfer of IHI standards to

Livingston.

Although there was a tremendous disparity in the number of formal IHI

standards to the number of formal Livingston standards, it did not follow

that Livingston simply had few standards. Rather a great number of design

standards and practices were simply understood as comnon knowledge between

engineering section leaders and draftsmen, between engineering sections, and

between engineering and production.

Design standards are not separate entities but integral parts of the

system. Typical of the problems encountered by Livingston engineers was the

comparison of coding conventions for hull items. There are several very
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SCOPE OF IHICS SYSTEM

* Covers the detailed design and production
engineering for hull.

* Excludes the functions of origination of
design concept and structural analysis.

* Maximum output from minimum input.

* Illustration of the proportion of the
input required at each stage to the whole
information in the system is shown in the
following figure.
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detailed IHI standards for naming hull blocks (Table T2-1 and Appendix D)

but all use an alphanumeric code, while Livingston’s code is strictly

numerical and ties in with a numerically based work order system.

in

be

While direct transfer was not desirable,. the IHI pattern was helpful

form to show to what extent and detail standards and practices should

documented. This pattern of discovery and use was found to be the same

for other design sections as well as Hull. Inasmuch as this development

occurred early in the TTP, very few IHI standards were actually translated

from the Japanese. Effort was directed instead on organizing, developing,

and documenting standards.

The greatest difference lay in the area of production-oriented standards

formal or otherwise. The design limitations imposed by Livingston facility

capabilities or capacities were not well disseminated. The problems that

ensued just added to the traditional confrontation between engineering and

production groups.

Standards as devices for communication address these problems well.

As production facilities become more specialized, the more acute the need

for communication (standards). Therefore,

and pipe bending equipment were installed,

their use were developed. These and other

during the TTP are listed in Table T2-16.

when an automated panel line

specific design standards for

design standards developed

Another area took a different route

ally, Livingston engineers specified not

but the detailed process to be followed.

toward standardization. Tradition-

only the degree of pipe cleaning

This was divided into two standards.

First, a design standard was written setting forth finish and particle size

limitations. A second process standard was written detailing the production
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HULL SECTION

Plan Numbering

TABLE T2-16

LIVINGSTON DESIGN STANDARDS

PIPING SECTION

System Pipe Bender Guidelines— 
Design Standard for Flat Panels Grades of Pipe Cleanliness
Hull Structural Standards Pipe Welding Standards
Vertical Ladder Standards Details Piping Details
Inclined Ladder Standards Details
Standard for Lifting Pads

JOINER SECTION

Joiner Standards

MACHINERY SECTION

and Details Standard for Graphic Symbols

ELECTRICAL SECTION

Standards for Graphic Symbols
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steps needed to achieve those varying degrees of cleanliness for various

types of systems (fuel oil, lube oil, potable water, etc.). This allowed

engineering to simply code pipe for various degrees of cleaning without

having to write new procedures for each hull.

The effort is continuing to document in the form of standards many

existing practices. The departments primarily involved in developing

these standards are Engineering, Production and Industrial Engineering.

2.5 CONCLUSION

To meet the goals of building more complex ships and reducing manhour

costs, it is essential that efforts within the shipyard become highly

coordinated. There is simply no room for wasted or duplicated effort or

not efficiently utilizing the extremely expensive production facilities.

To achieve this, there must be:

1) formally written design standards,

2) design and production departments sharing in the responsi-
bility for initiating and reviewing all proposed standards,

3) design and production departments actively work toward
achieving a consensus on proposed standards, and

4) a formalized review procedure must be established to revise
or delete existing standards.
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SECTION 3

MATERIAL STANDARDS

3.1 INTRODUCTION

One of the most striking aspects of shipbuilding is

and wide range of materials required. As in many yards,

responsibilities for the material control function among

the

IHI

large quantity

has spread the

several depart-

ments. A vast amount of information is required to be passed among these

departments and to vendors. This task is made easier with simple codes

tapping detailed descriptions of

aspects of shipbuilding, IHI has

communication and as a basis for

various materials. Here, as in many other

developed standards both as a means of

a computerized data base.

This section describes

Since they are inextricably

the material control system

how material standards fit into the IHI system.

interwoven into both the design process and

(purchasing, receiving, storing, and issuing),

it is from these two viewpoints that the subject is addressed.

3.2 MATERIAL STANDARDS AND THE DESIGN PROCESS*

For the designer, the material standards perform two functions. First,

they tell him what is stocked (or available at short notice) and second,

the interfacing requirements for components and equipment,e.g., machinery

and foundations, valves and piping, etc. For raw materials, there are

corresponding design

of sizes to be used.

*See TTP Report

application standards specifying the range and increment

Engineering and Design.
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Designers specify material in one of three ways:

1) By code referencing a material standard (Standard Drawing)
Material requisition classification T.

2) By purchase order specification. Normally, off-the-shelf
items in accordance with national standards or vendor-supplied
information. Material requisition classification P.

3) By developing Fabrication Drawings for material to be manu-
factured by subcontractors. Material requisition classifi-
cation D.

Through the use of handbooks and tables listing the IHI material standards,

the designers prepare the various material lists: Material Requisition

Orders (for steel), Material List by System (MLS), Material List for

Fitting (MLF), Material List for Components (MLC), and Material List

for Pipe (MLP). It is by intent that the number of materials specified by

Standards (Type T) be much

(Type P) or by Fabrication

of material lists, Figures

larger than the number specified by purchase order

Drawing (Type D). As can be seen in the examples

3-1 to 3-4, all of the items are specified by

codes which are also

standards.

As discussed in

sizes for either raw

the material control

directly tied to the numbers for the corresponding

the next section, reducing the number of different

materials or components leads to reduced costs for

system. This has an adverse effect-on the designer,

however, as he no longer has as wide a range of sizes from which to choose.

Selecting the next size larger for an item to meet a requirement means

over-design or over-specification in many cases. During the Technology

Transfer Program, IHI design engineers quite readily accepted this negative

impact on design as part of their responsibility to reduce total ship-

building costs.
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3.3 MATERIAL STANDARDS AND THE MATERIAL CONTROL SYSTEM*

The typical IHI material control system is composed of several subsystems:

-Data entry subsystem

-Remainder appropriation subsystem (use up leftover
materials prior to new purchases)

-Leveling and balancing subsystem

-Purchasing subsystem

-Delivery control subsystem

-Material receipt and inventory subsystem

-Material issue subsystem (including palletizing)

When dealing with stock materials, IHI refers to the same set of subsystems

as the Inventory Control System. Figures 3-5, 3-6, and 3-7 show the

functional flow of the material control system and the purchasing activi-

ti es.

Along with the

classifies material

are:

1)

2)

material codes and material requisition codes, IHI also

for inventory control purposes. The classifications

Stocked Materials (S-Material)
General materials used on various kinds of vessels such as
bolts, nuts, joints, packings, small chain, etc. This
material is always on hand in a warehouse with set stocking
levels periodically adjusted item by item as historical
demand indicates.

Allocated Material (A-Material)
Materials used for a specific vessel such as special valves,
special pipes, or equipment. The type and quantity is speci-
fied item by item by design and purchased in the quantity
specified.

*For details on the scheduling and procurement functions, see the 
TTP report on Planning & Production Control.
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3) Allocated Stock Material (AS-Material)
Materials used for a specific vessel but needed in large
quantities such as pipe, flanges, elbows, etc. The material
is ordered in leveled lots with total quantity determined
as the design is finalized.

There is a definite relationship between the material requisition

codes (T, P, and D) and the material control classes (S, AS, and A).

Materials specified by standards (T) fall into all three of the control

classes while

designated as

those specified by the other two methods (p and D) are

Allocated Stock (AS) materials. Table T3-1 lists the

Allocated Stock Materials for the Future 32 ship used as a basis for

the Technology Transfer Program.

Another way of saying the same thing is that IHI has developed

standards or uses the national standards for most of the materials used

in shipbuilding. Much of the material is purchased under long term

contracts by the Tokyo Head Office or through constant single sources

and families of subcontractors virtually slaved to the shipyards. With

the standards forming the data base for the IHI computer-oriented

material control system such vendor relationships have lead to greatly

reduced purchasing costs. These cost savings come about through reduced

purchasing manhours, quantity discounts and reduced inventory due to

reduced uncertainty in delivery times.

IHI has made consistent and concerted efforts to

material in inventory whether it be in the warehouse,

in-process. Largely as a result of better scheduling

reduce the amount of

steel stock yard or

(see Section 6- Cost

Standards) both in-house and with vendors, these efforts have succeeded.

An extreme example perhaps is that the steel stockyard at the Aioi ship-

yard maintains only a three to four day supply of steel. Along with
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frequent deliveries of

noticed a long line of

main gate.

steel from the mill nearby, Livingston

vendors’ trucks lined up every morning

observers

at the

Warehousing is needed to act as a buffer between two rates i.e., the

vendor delivery rate (including purchasing lead time) and the production

side consumption rate. The size of that buffer depends on two things:

1 ) the disparity or uncertainty in the input/output rates and 2) the

number of different items that require identifying, marking and segrega-

tion. Cost standards, as noted above, address the production consumption

rate. Material standards address both points.

Many major U. S. yards have realized reductions in inventory carrying

costs

sizes

other

(as wel1 as the acreage) by standardizing the numbers of different

and thicknesses of steel plates. IHI has carried this process to

materials which in itself was a major driving force in the establish-

ment of material standards.

3.4 LIVINGSTON APPLICATION

Before this program, the number of IHI material standards greatly

exceeded the number of Livingston material standards and it still is the

case. From many different quarters within Livingston, the list of insur-

mountable obstacles to increased standardization was heard loud and long:

differences in government regulations, shipyard-vendor relationships,

cultural differences, competing sources of U. S. standards, the purchasing

power Japanese shipyards have with

of these are valid and will hinder

for some time to come. “

multi-ship contracts, and so on. Many

the development of material standards
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As a result of the study, Livingston developed its own version of a

standard for sizes of steel plates and has started to revise its material

stock catalog. The overriding benefit of the program, however, is the

awareness at many levels within the company of the importance of material

standards for effective communication and inventory reduction and a

commitment by management to continue to develop those standards.
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TOLERANCE STANDARDS

4.1 INTRODUCTION

In order to understand the

standards at IHI, the Accuracy

importance and the development of tolerance

Control concept must first be explained.

Accuracy Control is an integral part of the Quality Control function at

IHI. The concept of Accuracy Control is simple in definition but complex

in application. A full discussion of the Accuracy Control system is

provided in the TTP Final Reports entitled:

Quality Assurance - Volume 1 Report

Quality Assurance - Volume 2 Appendices

The Concept and Application of Accuracy Control

Special Report: Accuracy Control Planning for
Hull Construction 

In these reports, the objectives of Accuracy Control were stated as

being:

1) To maintain the highest accuracy possible at each stage of
production of every fabricated piece, part, sub-assembly,
assembly and erected unit.

2) To minimize the work at

3) To consistently improve
highest accuracy in all

At IHI, Accuracy Control is

the erection stage.

the production stage
products.

a system inherent in

to yield the

the design and

duction process beginning in Engineering and proceeding through mold

pro-

lofting, marking, cutting, bending, welding, sub-assembly, assembly,

erection and in outfitting activities.

The main goal of Accuracy Control is to perfect each production

method, technique and process to such a degree that each worker activity
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has definitive standards to be achieved, a prescribed method of measurement

for finished material, and a continuous flow of information between acti-

vities resulting in the constant improvement of product quality and

production efficiency.

The basic operating premise of Accuracy Control is to keep high

accuracy in the shape of the major hull units at the erection stage. The

objective of this accuracy is to minimize the number of labor hours and

the difficulty of the work during erection. This is accomplished

through a sophisticated system of standards, “check sheets”, inspections

and measurements during each phase of ship construction. The concept of

Accuracy Control at IHI,

location of the planning

application of dimension

as Figure 4-1.

The Accuracy Control

Field Activity; and Data

indicating the objectives of the system, the

function by the A/C group, and the point of

checks and allowable tolerances, is provided

function comprises three elements: Planning;

Analysis and Information Feedback. Each of

these activities is carried out by several different groups located in

different departments: the Shipyard Design Department, the Panel Work-

shop, the Hull Workshop and the Fitting Workshop. These Accuracy Control

groups report to the managers or superintendents of their respective

departments or workshops.

The activities of these various groups are started well in advance

of the development of working drawings. Accuracy Control Planning is

undertaken on the basis of preliminary (basic) design (which is generated

by the IHI Head Office in Tokyo) several months prior to the start of

fabrication. This planning effort involves participation with the
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designers in determining the ship breakdown, the fabrication sequence, the

assembly sequence, and the erection sequence. Subsequently, Accuracy

Control Planners develop: Vital Dimensions and Points of Accuracy; the

Scheme of Added Materials; Base Lines for lofting and measuring; and

Tolerance Standards for the ship being planned.

Subsequent to the completion of the Accuracy Control Planning and to

the start of fabrication, Accuracy Control Field Activities begin. These

activities consist of development of: check sheets for fabricated pieces,

sub-assemblies, assemblies, and erected units; template and plate layout

requirements; methods for cutting and measurement of plates; and fabri-

cation methods. Actual fi_eld measurements are then taken on the

manufactured pieces and assemblies by workers, Accuracy Contol personnel

and Quality Control personnel in accordance with

ments. Through this process, data are collected

and information feedback to design or production

the check sheet require-

for subsequent analysis

groups.
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4.2 TYPES OF TOLERANCE STANDARDS AT IHI

In all IHI shipyards, the use of tolerance standards iS an integral

part of the design and production process. Tolerance standards have

evolved from actual production practices over many years and many a series-

run of

establ”

Accurac

ships. For many ship types, standard tolerances are firmly

shed and require little, if any, modification. In these cases,

y Control Engineers simply review ship specifications for any

requirements that would cause a change to those already in practice. In

the case of a new ship type, standard tolerances are reviewed and changes

effected where necessary to comply with specification requirements or

with differing technical requirements for that ship. Generally, no

major revision of tolerance standards is required even on new ship types.

The Aioi Shipyard has developed

over several years. The two methods

in Figure 4-2, are:

,

1.

2.

REGULAR CONTROL

Accuracy setting of equipment
i.e., N/C burning machine
Flame planer - Welding machines

Standards for typical hull -

parts & pieces

the Accuracy Control organization

undertaken at IHI-Aioi, illustrated

SPECIAL CONTROL

1. Specific tolerance requirements
for a ship type

2. Specific requirements to preserve
accuracy of vital points
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The “regular control” type is concerned with the routine tolerance

accuracy of fabricated pieces of any ship and with the accuracy maintenance

of the machines which process those pieces. Accuracy Control Engineers are

responsible for field checks of both the fabricated pieces and of the

related machines such as the N/C burning machine, the flame planer and all

welding machines. Results of these field checks are analyzed and plotted

on time-based control charts to detect any increase in out-of-tolerance

performance.

Tolerance may be modified as a result of the Accuracy Control planning

for vital dimensions and points of accuracy on individual components or

assemblies. The data collected by Accuracy Control groups at the time of

measurement of sub-assemblies or assemblies may indicate a change to a

certain tolerance at some particular stage of processing.

may, for example, show a trend toward an out-of-tolerance

the accumulation of marginal tolerances in several pieces

one sub-assembly. In this case, certain tolerances would

The data analyzed

condition through

combined into

be adjusted to

assure that the accuracy of the sub-assembly was preserved. This type of

tolerance control is called “special control” and is primarily oriented

toward improvement of tolerance standards for a particular ship type.
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4.3 DEVELOPMENT OF TOLERANCE STANDARDS

During initial production, Accuracy Control-planning is put into use.

Accuracy Control activity in production begins in the area of mold lofting

where vital points and dimensions are specified for templates and plate

layouts. Methods to be used for burning and measurements of cut plates

are also specified. The fabrication sequence is implemented through

detailed schedules prepared for every level of work and measurement require-

ments are instituted by means of Accuracy Control Check Sheets. During the

Production Planning phase, the Accuracy Control groups “prepare a Check

Sheet for each unit of the ship. This Check Sheet defines the points to

be measured, the checking method, personnel responsible for the checking,

and the frequency of measurement required. Examples of these check sheets

for Fabrication, Assembly and Erection stages are provided as Figures 4-3,

4-4 and 4-5.

Using these Check Sheets, measurement of fabricated steel and units is

performed using instruments such as scales,-wire, transits, plummets and

special jigs used for unique parts not amenable to measurement by ordinary

techniques.

IHI uses these check sheets to develop a history of recorded data on

checks of fabricated, assembled and erected pieces. With a log containing

over fifteen years’ collection of.data, IHI was able to develop standard

and tolerance tables for each of these processes on all units. The values

of these tolerances are generally stricter than those established by the

ship’s owners and the Japanese classification societies. The JSQS (Japanese

Shipbuilding Quality Standards) is the main source for Japanese shipbuilding

standards.
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4.4 EXAMPLES OF TOLERANCE STANDARDS

Examples of tolerance standards for the two types of control, regular

and special control, are provided as Figures 4-6 and 4-7. A complete

text of tolerances in use at

Quality Assurance, Volume 2,

Appendix F: IHI SPAIS -
Standard

IHI is provided in the TTP Final Report on

Appendices F, G and H, entitled as follows:

The Shipbuilding Process and Inspection

Appendix G: Standard and Tolerance for Keeping High Accuracy at
IHI - Aioi Shipyard

Appendix H: Schedule and Particulars of Inspection and Testing
(Bulk Carrier)

Accuracy Control Check Sheets are used by workers, group checkers,

assistant foremen, and Ouality Control Inspectors as the guiding infor-

mation in the fabrication and assembly of all parts of the ship. Use

of the Accuracy Control Check Sheets and the IHI Standards manual provide

complete information as to the dimensions, methods and other requirements

expected from the production process. Nothing is left to guesswork on the

part of workers or their supervisors.
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FREQUENCY
SHOP ITEM TOLERANCE 01. MEASURING REMARKS

ERECTION *Positioning (Length Starting unit
wise) only

Bottom Shell Measure on the check
points on berth

*Positioning (Height) All Units By Gauge
Measure at the most
forward frame (2
points)

*Level: (Between left All Units Pay attention to twist
side and right side)
Measure on the points
at forward edge

*Positioning: (Between All Units Plumb down to the base
left side and right line on berth
side) Measure at the
forword butt

*Connecting part be- All Units
tween units: Check
the bevels at seams
and butts

*Discrepancy of ship’s
center All Units Measuring by transit

FIGURE 4-7
TOLERANCE STANDARDS SPECIAL CONTROL (EXAMPLES)



4.5 FEEDBACK SYSTEM AND STATISTICAL ANALYSIS

The Accuracy Control Group at IHI uses a feedback of actual data-

collection records and applies statistical analysis techniques to these .

data to develop their tolerance standards. The flow of this feedback

is illustrated in Figure 4-8.

Each piece and part is measured at successive stages of its progression

through the production process. The measurement of these pieces determines

whether or not the piece is within the specified tolerance. The

Japanese are acutely aware of the effects of cumulative errors or marginally

acceptable materials as they progress through the building process. They

recognize the importance of identifying and correcting persistent marginal

errors and even the tendency toward persistent errors in specific production

areas or processes. As a result, they have adopted a statistical analysis

method to examine and reduce errors that recur .persistently throughout the

building of a specific ship type. This statistical analysis method is

based on the data accumulated through the use of a Quality Control Check

Sheet, shown as Figure 4-9. This check sheet is used for each unit

at each production stage and is signed by the assistant foreman, the

group checker and finally by the Quality Control inspector on a number of

various

side of

side is

Control

conditions which may exist on the work at each work station. One

the check sheet is used for “Welding” inspections while the reverse

used for “Accuracy” inspections, (WQC indicates Welding Quality

-AQC refers to Accuracy Quality Control). This Check Sheet is

physically attached to the component or unit undergoing fabrication or

assembly and is used throughout the inspection process to document

deficiencies and corrective action. All deficiencies are corrected by
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the worker making the error even if the work has been moved to another

work station. The sheet is also used by assistant foremen to remedy

continuing problems in cutting, fitting or welding by identifying per-

sistent problems and either obtaining a correction in design or educating

workers in proper techniques to prevent a recurrence.

During the processing of steel, each welder identifies his work by

signing each weld he has made. By this means the group leader .and checker/

inspectors can identify the individual responsible for the work. In out-

fitting, work is identified to a specific work group by reference to

schedules and work locations. This is done in each stage of production.

A weighted factor (based on the importance of the work-performed) is

applied by the inspector to each error to achieve a

“bad mark” for each item inspected. The purpose of

only to each individual’s pride in his workmanship.

summary “grade” or

this system is related

No disciplinary

action is taken as a result of “bad marks”, it is simply a means of

publicizing superior or-poor work both to the individual worker and to

his work group. These records are also used to assess the performance

of each group. Throughout the shipyard, quality control statistics for

work groups and production units are posted to continually reinforce

quality awareness.

A typical-record sheet

the butt welding station on

showing measurements taken by the workers at

the panel line is shown on Figure 4-10. These

records are maintained by the Assistant Foreman of the shop, and are

analyzed by the field engineers, after compiling these data.

An example of an Accuracy Control chart prepared to show the accuracy

of gaps for butt welding is given as Figure 4-11. This type of chart is
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developed using the type of data compiled on the Butt Welding Record Sheet

and applying customary statistical analysis techniques.

The control chart consists of a central line corresponding to the

average quality at which the process is to perform and lines corresponding

to the upper and lower control limits. These limits are determined

so that the values falling between them are representative of an

acceptable process control, while values falling beyond them are

interpreted as indicating a lack of control. The ability to read control

charts and to determine from them just what corrective action should be

taken is a matter of experience and highly developed judgment. The IHI

A/C Engineer is trained in this technique and becomes skilled in its

application and interpretation. The charts provide a means of trans-

lating technical information into a form understood by workers at all

levels.

The symbols shown on this Accuracy Control chart are defined as

follows:

For R Curve:

L.C.L. =

U.C.L. U.C.L. =

R = Xmax - Xmin

N

Where:

Y =
A2 =
N.

Xmax =
Xmin =

R =
D3 & D4=

Mean (Average) Value of measured data (or error)
Constant
Number of samples taken
Maximum Sample Error Taken
Minimum Sample Error Taken
Range of Values (highest to lowest)
Constants
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In this type of analysis, random sampling techniques may be used to

gather data. In such a case, the sample values must be obtained in

random fashion to make the analysis valid. The data used as sample

values may be actually measured dimensions or the amount of error in

each measurement, in which case the mean value of X is zero.

Data gathered in this feedback process is analyzed to determine the

possible causes and implications of the error on “downstream” work. The

Accuracy Control Engineer analyzing the error may take one of several

alternative corrective measures, such as:

- Continue a more detailed investigation

Review the fabrication method (to prevent heat distortion,
to improve the sequence of activity, etc.)

- Investigate

- Investigate
assembly or

- Investigate

the measurement instruments and methods

the foundation (such as the platform as.
cribbing at erection)

the adequacy of the added material

Based on the statistical findings, the engineer deduce that the

fabrication method itself yields a large variance and may result in out-

of-tolerance errors. In this case, he will take steps to perfect the

fabrication method to obtain uniform and acceptable results on each piece

so fabricated. This may involve a change in fabrication sequence, methods,

personnel training or adoption of an entirely new fabrication process.

An example of corrective action taken on the basis of analysis of

statistical data follows:
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The following conditions may exist when the gap is measured, for which

appropriate action for each condition is specified:

Condition Corrective Action

GA > Gn Cut the plate back to Gn (Case I)

Ga > Gw Build up to the required bevel using
a backing strip (Case II)

No correction is necessary

A plot of the errors found in the measurements of the butt welds in

this example would result in a distribution similar to this:

I

Mean (average)
Standard deviation (calculated by formula)
Tolerance value (lower control limit for Gn)
Tolerance value (upper control limit for Gw)
Area of curve beyond tl, indicating probability of errors for
values beyond Gn
Area of curve beyond t2, indicating probability of errors for
values beyond Gw

The shaded area indicates the probability that a measured gap will be

beyond acceptable limits, or tolerances. By applying statistical means,

this area can be intentionally changed simply by shifting the mean value.
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To illustrate the merit of this feature of statistics, suppose it is

preferable to weld with a backing strip than to gas cut in order to correct

errors. The objective in such a case (after accepting the fact that a

certain percentage of errors will occur) would be to increase the likeli-

hood of errors requiring welding for correction, or decreasing the

likelihood of errors requiring cutting. The effect of a shift in the
.

distribution of errors would result in a modification of the normal distri-

bution curve as follows:

Distribution of Errors



cat<

the

In summary, this exercise illustrates the effect of changing a fabri-

on method to achieve a desired type of error correction. By examining

actions required to correct errors, the method can be changed in such

a manner that the errors will be

corrective measures. The number

of errors by the two causes were

niques and statistical analysis,

shifted in the direction of the easiest

of errors were not changed, but the ratio

changed. Through random sampling tech-

the effect of these changes can be

predicted, measured, and followed up through feedback analysis.

Accuracy Control Engineers at IHI follow a simplistic but highly

effective regimen of “Plan - Dc - See - Action” wherein they accomplish

the planning, observe the production operation(s) accomplished under such

planning, and, based on the data accumulated from such observations and

from Accuracy Control prescribed measurements, take the necessary action

to remedy or perfect the production method to achieve the desired results.

From analysis of the measurement data, appropriate action is taken by

the Accuracy Control Engineer through feedback of information to the

applicable department or group. This feedback is a vital loop in the

overall Accuracy Control scheme and not only prevents errors from

recurring, but provides the action necessary to the continuing improvement

of product and production system. Examples of this feedback are: a

change to the dimension of added material requires a modification to the

working drawing, therefore, Engineering is so notified; an addition of

Baselines in the output of the mold loft requires feedback to the loft;

, a change in the fabrication method, or the platform at assembly or welding

procedure requires feedback to Production and to the Planning and Design

Staff responsible for a given workshop.
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APPLICATIONS

Prior to the  Technlogy Transfer Program, Livingston had not published

formal tolerance standards for internal use in hull construction methods.

There were plans to develop these standards, relying heavily on the Survey

OF Structural Tolerances in the United States Commercial Shipbuilding

Industry compiled by the Ship Structure Committee and published in 1978.

units. ment of tolerance standards

for Levirgston compatible with the unit system being implemented, by

their input and their comments on draft proposals. Livingston .engineers

reviewed lHI’s Tolerance standards published in the aforementioned docu-

SPAIS (Shipbuilding Process and Inspection Standard) and Standard

Tolerance for keeping High Accuracy at IHI-Aioi Shipyard, for ideas

on

al

types of standards, format of information, and specific tolerance .

lowances.

Livingston published standards for welding and for joint details,

including tolerance limit values, prior to TTP. These standards specify

edge preparation fitting and welding techniques as allowed in the welding

procedure qualification process. Since inception of TTP, Livingston has

issued tolerance standards for hull construction in the areas of hull

details (e.g., fitting accuracy), ship design (overall hull dimensional

deviations), in piping (e.g., butt weld fitting material requirements).,

and in flat panel assembly (e.g., structural alignment). Examples of

Livingston’s tolerance standards are given as Figures 4-12 and 4-13.
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Instructions for repair of out-of-tolerance errors are included in the

“Remarks” column of this form. These standards were issued with the

notation that every effort is still expected to be made to obtain required

dimensions. It is further stated that the tolerances are an indication of

the lowest acceptable level of performance and not to be interpreted as an

allowable standard for everyday work.

Livingston’s tolerance standards were developed using experience and

knowledge of their personnel as well as a number of external sources. As

mentioned earlier, IHI input and the 1978 Structural Tolerance Survey were

reviewed. In addition, other sources included:

ABS (American Bureau of Shipping)

ASTM
ANSI
IMCO

(United States Coast Guard)
Navy (Navy Ships Military Standards)
(American Society for Testing & Materials)
(Amer ican  Na t iona l  S tandards  Ins t i tu te )
(Intergovernmental Maritime Consultive Organization

A committee was formed with representatives from the Engineering,

Accuracy Control, Production, Industrial Engineering and Manufacturing

Engineering Departments to develop Livingston’s tolerance standards. All

known sources of published standards were used as guidelines to determine

the standards for Livingston. However, there is very little in the way of

published tolerance-standards. Vague terms such as “in accordance with good

shipbuilding practice” are the most commonly occurring specifics. The final

standards arrived at are unique to Livingston due to equipment used, construc-

tion methods, inspection methods, accuracy objectives, etc. The IHI standards

reviewed during Livingston’s research were found to be generally tighter than

t h o s e  s e t  b y  L i v i n g s t o n .

In the future, Livingston anticipates the development of tolerance

standards in areas beyond those already established; such as those
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4.7 CONCLUSION

Tolerance standards for a given shipyard must reflect the conditions,

equipment and methods of operation at that particular facility. The

standards are invaluable to maintain a satisfactory program of accurate

workmanship. The data collection system used to develop these standards,

the flow of information to appropriate departments, and the standards

devised by classification groups or used at other locations are trans-

ferable as guidelines for a facility to use in initiating its own program.

The IHI system was discovered to be very comprehensive and containing

rigid standards by comparison to Livingston’s past guidelines for

tolerances.

The tolerance standards program at IHI ties in directly with the

Accuracy Control function within their Quality Control division. Their

Accuracy Control function comprises three elements:

Planning
Field Activity
Data Analysis and

The tolerance standards at IHI

many years and several series-runs

Information Feedback

have been developed over a period of

of ships. This

any, modification of tolerance standards for a new

cases where tolerances need to be changed, volumes

ledge from personnel are available to draw upon.

The connection between tolerance standards and

results in little, if

ship contracted. In

of data and vast know-

each of the three

elements of accuracy control may be summarized as follows:

Planning Activity: One of the two types of control for tolerance stan-

dards, i.e., either regular or special control, is applied at the planning
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stage. Tolerances requiring special control are identified for application

to vital measurement points, vital dimensions, and base lines.

Field Activity: Tolerance standards specifying allowable limits, and

measurement standards specifying tools and techniques to use, are prepared

and recorded on “check sheet” forms.

Feedback Activity: Tolerances are revised as necessary to reflect

changes in design, fabrication method, inspection method, or equipment

used. Records of data, statistical analysis and graphs are used to provide

feedback of information to prevent recurrence of errors and to assist in

devising improved methods of operation.

Livingston benefitted significantly from the institution of IHI’s

Accuracy Control concept. A program for development of tolerance standards,

related to this overall system, has been initiated at Livingston with

issuance of some tolerance standards, but a number of other areas are still

targeted for future extension of this idea.

The check sheets used at Livingston, similar to the forms used at IHI,

document the data collected during routine inspections. This data is use-

ful to establish the types and occurrences of out-of-tolerance errors. A

dimension found to be out-of-tolerance is so noted on the designated space

on the check sheet, along with the required corrective action. Compilation

of this data provides a feedback system with two primary objectives:

1) Analysis of Data: to insure correct marriage of units;
to provide data for graphs as reference both for fit-up of
units as they are erected and for future hull construction;
and for assistance toward making decisions on approval of
measured pieces.

2) Improvements in Operations: to revise tolerances as
necessary in accordance with information supplied by
check sheets; to suggest improved equipment and/or
facilities; to determine optimum construction methods.
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The feedback system is an essential ingredient for developing,

maintaining and revising tolerance standards. The system relies on a

substantial amount of data collection, but amply compensates for

itself by providing information vital to sustaining a reliable accuracy

control program. This becomes especially visible at the assembly and

erection stages, where ease of fit-up is directly related to the accuracy

of work in the preceding stages. Improvements in this area easily justify

a comprehensive program of well-established tolerance standards for any

shipyard.
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SECTION 5

PROCESS STANDARDS

5.1 INTRODUCTION

The term “process standard” can have

may be used in both broad and restrictive

section, a process standard is defined as

A process standard is an established

a wide variety

contexts. For

follows:

of definitions, and

the purpose of this

method prescribing a uniform

sequence for performing an operation or set of operations.

This definition indicates that a “process standard” and a “standard

“ process” are terms that may be used interchangeably-. This definition is pre-

sented in order to distinguish a process standard from a cost standard as

are described in this report. The main distinction canbe expressed by

stating that a measurement of performance of a “process standard” results

a “cost standard”.

they

in

This difference between “process standard” and “cost standard” is ex-

plained in detail at this point because the term “process standard” was often

used by IHI in such a manner that it could be considered inclusive of both

terms. The discussions applicable to process standards are contained in this

section of the report. However, some of IHI’s recommendations and related 

charts included in the section on cost standards are referred to as “process

standards”.

The term “process” is also used both broadly and restrictively. To

understand the meaning of this term as used in this report, the following

definition is offered:
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A Process is an operation or sequence of operations performed on a com-

ponent which changes the characteristics of the component.

In this context, then, a process may be broad (eg. cutting, assembly)

or specific (N/C cutting, flat panel assembly).

IHI maintains a wealth of process standards in the forms of manuals,

operating guidelines, written procedures, instructions, etc., which are used

throughout the shipbuilding process. They also maintain numerous records,

lists and logbooks which are used to develop these standards.

Each shipyard has different methods and techniques for shipbuilding

caused by variations in facilities, ship types, throughput capabilities, and
-.

other differences. However, the basic shipbuilding process is quite univer-

sal. It is important for each shipyard to designate acceptable, uniform

methods to be used to achieve the most satisfactory results for that particu-

lar facility. This is the purpose of the process standards as they apply to

specified operations.

IHI expresses the basic considerations necessary to implement effective

steel construction in the following manner:

1) For smooth progress of erection work, every unit of hull construction
must be prepared on schedule.

2) For smooth progress of each stage of production, the necessary
materials for each stage must be prepared on schedule.

3) Although the processes vary between shipyards, a basic concept of
“group technology” can be applied to any process flow examination.

The group technology concept advanced by the Japanese refers to the

total scope of activities extending beyond just the standardization of pro-

cesses. Group technology refers to the breakdown of a whole into component

parts. In shipbuilding, this corresponds to breaking the ship into units at
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the design stage and segmenting the shipyard layout by process definition.

These applications of group technology are interrelated by coordination of

efforts between design, material procurement, process utilization and produc-

tion needs. A primary objective of this unitization concept is the maximum

utilization of standardization.

The group technology concept is visible in the Japanese organization.

Field engineers fall within the Production organization. These engineers

accomplish the detail planning, scheduling, trouble shooting and coordination

of activities within each workshop. They develop all the lower level infor-

mation required to procure, fabricate, sub-assemble, assemble and erect the

component parts of a ship. From their data collection, technical-expertise

and thorough knowledge of the operations within their workshops, they form-

ulate the process standards used in this area. Their close interaction with

workshop personnel and the requirement for their development of process

measurement and control graphs (eg. manhours per inter of weld deposit), pro-

vides constant opportunity for them to analyze improved methods for doing

virtually every job in the shipyard. The improvement of productivity is one
l

of their express objectives, and the development and  use of process standards

is one of their primary means of achieving this objective.

cussion of the group concept can be found in the TTP Final

Relations.

Further dis-

Report on industrial

The process flow charts as organized at IHI are provided as Figures

through 5-7. The charts incorporate steel and outfitting processes into

following categories:
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MOLD LOFT

This work is divided into three classifications:

1) Panel

2) Longitudinal Frame

3) Internal Member

The internal member classification is further divided into EPM or.

NC processes.

These classifications were determined on the basis of similarity in

techniques involved.

FABRICATION

This consists of four categories:

1) Panel

2) Internal Members

3) Angle

4) Built-up Longitudinal

These are sub-divided into processes according to facilities.

SUB-ASSEMBLY

About one-third of the total assembly weight is produced at this

level prior to the start of assembly work.

ASSEMBLY

This consists of three categories:

1) Panel Unit

2) Semi-Panel Unit

3) Curved Panel Unit
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These processes are classified in this manner to achieve the highest

productivity for each type through full utilization of specific facilities

for those processes.

ERECTION

This consists of the work involved from arrangement of the jig to the

inspection activities.

5.2 SIGNIFICANT DIFFERENCES (IHI VS. LIVINGSTON ) & SUGGESTED IMPROVEMENTS

IHI pointed out the significant differences between Livingston and IHI.

The fundamental difference in organizations concerning application of group

technology was reiterated. Within the processes themselves, the greatest

points of differences were found to be in the sub-assembly and assembly areas.

Specific differences and recommended improvements for standardization of the

processes included the following:

1) Maximize assembly of small pieces at the sub-assembly stage, thereby
decreasing the amount of this minute work required at assembly stages.

2) Classification of assembly work into the categories previously listed
with the following objectives:

-Maximum utilization of facilities to obtain the highest productivity.

-Achievement of the most performance by means of having workers per-
manently stationed at fixed work sites.

3) Utilization of welding in the flat position, in order to obtain good
performance and high productivity. 

In the area of outfitting, specific recommendations made by IHI to im-

prove on the standardization concept concerned greater utilization of: 

1) Pre-Outfitting: Module Stage

2) Pre-Outfitting: On-Unit Stage

3) Pipe Fabrication: In the Shop
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Specific recommendations concerning improvement on the individual pro-

cesses are covered in the remainder of this section. The relationships

between process standards, cost standards and methods improvements overlap

in these discussions, so that a preview of the material covered in the TTP

Final Report on Facilities and Industrial Engineering aids in comprehension

of the remainder of this report. Also, the development of process standards

is closely linked to the “process lane” concept recommended by IHI, which was

adopted at Livingston as a “gate system”. This concept is thoroughly dis-

cussed in the TTP Final Report on Planning and Production Control, and should

be reviewed before the remainder of this report can be understood.

Figure 5-8 illustrates the general concept of the Gate System implemented

at Livingston as it applies to shipbuilding. This concept is divided into the

plans, schedules and operating procedures shown on Figure 5-9. The aspects of

the gate system are further detailed into individual elements as listed in

Figure 5-10. This section on Process Standards is specifically aimed at the

aspect regarding standard work flow in each area, particularly the detail pro-

cedures for each area. This procedure requires analysis of the facilities and

the work breakdown assignments, examination of methods for their description,

and improvement and identification of the skills and equipment needed. The

process standards will then be used to develop time standards, cost standards

and manpower requirements to analyze productivity and to provide data for

planning and scheduling purposes. The objective of standardizing processes

is to organize procedures in a uniform and repetitious manner for use in form-

ulating accurate schedules in the easiest fashionable manner.
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5.3 PRELIMINARY PLANNING

Planning at the preliminary stage as presented in this discussion is

based on the implementation of the gate system. As previously described, an

essential ingredient in the establishment of basic procedures is the assign-

ment of areas where similar work is to be performed. This allows flow charts

to depict the gates through which a unit will pass in the fabrication and

assembly processes.

IHI assessed Livingston’s system of reporting and application of the

unit division to working procedures. Figure 5-11 represents IHI’s evaluation

of Livingston’s flow of work, and Figure 5-12 illustrates their view of the

functions of the records and documents maintained. IHI recommended some addi-

tional functions within Livingston’s flow system, shown on Figure 5-13, for

the purpose of providing more useful data in the planning and scheduling pro-

cess. This recommended system was perceived by IHI to result in a. revised

set of documenting functions, as depicted in Figure 5-14.

The objective of this proposal was to provide a system whereby standard-

ized procedures would be written and utilized to improve scheduling

dependability. Reports, records and available data that were recommended to

achieve this goal included:

1) Establishment of records to be used in formulating process standards.

2) Creation of Unit Information Lists for use in conjunction with the
present Work Order System.

3) Establishment of Fabrication Schedules and Erection Schedules that
complement the Assembly Schedules.

4) Providing a Leveling Process to convert Rough Schedules to confirm-
ed schedules at each stage of construction.

5) Providing detailed assembly procedures to field personnel.











6) Development of work manuals for use in the field.

7) Formulation of record-keeping that provides feed back as well as
data to be used in subsequent planning and scheduling efforts.

The process standards will deal with the procedures specifying the methods

to be employed. These consist of rough procedures drawn up in the early stages

as planning efforts in the assignment of work within gates, and the detail

procedures designating the method of constructing each assembly unit. These

process standards are used to develop cost standards, which are vital elements

toward establishment of accurate schedules.

The initial step proposed by IHI to establish standard work procedures

involves division of the ship into manageable units that fit--within the cap-

abilities of the available facilites. The main objective at this stage is to

maximize efficiency, safety and accuracy at the assembly and erection stages.

Figure 5-15 represents a division of the F-32 ship into assembly units.

Following division of the hull into units, typical common-shaped units

are sketched to demostrate the assembly sequence of each unit and issued

to IHI engineers in a “Guide to the Construction of Units.” An example

of a typical unit assembly plan is provided as Figure 5-16. The objective

of this step is to further promote high productivity and quality through the

specification of efficient assembly procedures.

IHI recommended use of forms as shown on the foregoing figures for

collection of data essential to development of process standards. These forms

include:

Material List by System (MLS): A system-oriented list of materials

used for procurement purposes, specifying location of the material within

ship zones. An exampie is provided as Figure 5-17.
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Unit Information List: This list designates for each unit the

physical characteristics of the unit and the process flow, or gate

sequence. This list is illustrated by example in Figure 5-18.

Basic Production Flow List: This list is the basic for information

included on the Unit Information List. It is produced through consider-

ation of weight and size of each unit, taking into consideration the

capabilities of each process gate. An example is provided as Figure 5-19.

IHI prepares formal Assembly Specifications Plans based on the infor-

mation developed during the preliminary process planning stage. These plans

detail the methods to be followed during fabrication, assembly and erection.

Preliminary Assembly Specification Plans are prepared for units of the

fore and aft sections of the ship and for typical midship sections. An

evaluation of the assembly sequence determines the proper assembly process

lanes to be used. Figure 5-20 is an example of a Preliminary Assembly

Specification Plan.

5.4 DETAIL PROCEDURES

The purpose of specifying detail procedures is to establish efficient,

uniform, sequential patterns of work plans for field personnel to follow.

These procedures aid in job preparation by stipulating in advance the necessary

materials, equipment, jigs and components that will be needed. These guide-

lines assist foremen and improve the working environment in the following ways:

1) Establishes a pre-determined standard method of operation.

2) Prescribes the most effective sequence of activities.

3) Specifies arrangement and uses of necessary jigs and fixtures.
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4)

5)

6)

7)

Issues warning notes to exercise care in the work being done in
order to avoid a future problem.

Provides consistency between foremen, between shifts, between
departments, etc.

Designates details of work within a specific area and its relation-
ship to other supporting work.

Gives a broad overview of the total scope of work for better under-
standing of each individual segment.

The main emphasis on development of process standards in the Technology

Transfer Program was placed on the assembly and sub-assembly areas. The detail

assembly procedures are specified at IHI by the staff engineer and issued to

production foremen. They are intended as guidelines for assembly of units of

similar construction.

except for individual

IHI submitted to

However, the procedures are followed strictly as issued

differences in the structural assembly itself.

Livingston assembly procedures and guidelines for some

typical units on the F-32 bulker. An example of a typical assembly procedure

for an innerbottom unit prepared by IHI is presented in Figure F-21. These

assembly procedures and guidelines typically include the following elements:

1) Sketches of the unit as it is progressively constructed from 2-
dimensional panels to 3-dimensional assembly units.

2) Identification of pieces shown on the sketches.

3) Critical

4) Detailed

5) Sequence

dimensions where accuracy is critical.

instructions on the proper assembly method.

of assembly in numbered steps.

6) Specifications and use of required jigs, tools, and measuring
instruments.

7) Notes of potential problems and how to avoid them.
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8) Identification of the unit by name, where applicable, and of ad-
jacent units where this provides clarification.

Similar procedures were provided by IHI for outfitting guidelines. An

example of these procedures is provided as Figure 5-22.

of these procedures involving outfitting is to Maximize

assembly (rather than erection) stages, to simplify the

the sequence providing the best working environment and

The primary objective

the pre-outfitting at

procedures, to specify

most accessible

positions for the job, and to prevent interferences from occurring later. The

3-dimensional sketches are excellent aids in providing a conceptual visual-

ization of the unit as it will look when

5.5 DETAIL TIME STANDARDS

The IHI engineer’s familiarit!y with

outfitting is completed.

the daily operations within his area

permits him to easily set detailed time standards. Traditional time and motion

study techniques are used to develop standards for a routine, repetitive

operation. Figure 5-23 is a process standard written by IHI for the panel

joining process as observed at Livingston’s panel line. Each element is listed

in sequential order with the number of workers and time required to perform

each element. The format of this time study illustrates the IHI engineers’

portrayal of an operation with visual aids such as the “clock” time, the sketch

of the panel and the slanting time frame.

The efficiency for this operation is calculated by the formula:

5.6 LEVINGSTON APPLICATIONS

At the outset of the Technology Transfer Program (TTP) Livingston kept

few records and issued no formal instructions, procedures, or work manuals of

the types maintained at IHI. The best documented methods that could be
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considered process standards were those issued by the Welding Engineer. Since

inception of the TTP, the following improvements have been implemented or are

being considered at Livingston toward development of Process standards:

1) Designation and implementation of the “process lane” concept, termed
the “gate system”.

2) Issuance of formal Assembly Procedures and Guidelines for each hull
under construction.

3) Work manuals will be prepared for issue to each gate or group of
gates.

4) Information for handbooks for craftsmen is being organized.

A. GATE SYSTEM

A thorough description of the “gate system” and the status of implementa-

tion of this concept at Livingston is provided in the TTP Final Report on

Planning and Production Control. In this report, the concept of the gate

system was described as the assignment of an area(s) for specific types of work

or processes; the assignment of a group of workers together with a foreman to

a permanent area that processes the same type of work regularly, so that plan-

ning and scheduling becomes standardized and routine. In the context of this

description, the following changes have been adopted:

1) Assignment of gate numbers and descriptions to specified locations
within the facility (Figure 5-24).

2) Assignment of Production Supervision, Production Control personnel
(Area Coordinators) and Material Control personnel to certain “gates”
of responsibility (Figure 5-25). It is also being considered to
carry this step to the Industrial Engineering group through assign-
ment of Area Engineers to gate responsibility.

3) Division of the planning, scheduling, and manning control systems to
reflect the changes made to implement the gate system concept (Figure
5-26) .
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B. ASSEMBLY PROCEDURES AND GUIDELINES

Formal procedures of specified assembly plans have been written by Indus-

trial Engineering and issued to the production Departments . These procedures

have been issued for each hull under

eluding duplication for like hulls).

methods for each typical unit in the

construction since the first bulker (in-

The procedures specify the assembly

hull, complete with sketches, detailed

instructions, sequence of steps, crucial dimensions, arrangements of the unit

with jigs, and other necessary information. An example of a typical Assembly

Procedure and Guideline issued for the construction of the bulker is given as

Figure 5-27.

This procedure has been welcomed by the Production Department as an

effective aid to promte uniform methods and procedures, to visualize the

assembly process, to help avoid problems in assembly and accuracy control, and

to plan their work. The value of these guidelines has resulted in extension

of this technique into

expand the issuance of

rication, Sub-Assembly

drilling rig construction planning. It is planned-to

these procedures beyond assembly stages into the Fab-

and Erection stages of hull construction, as well as

the pre-outfitting stage in outfitting.

C. WORK MANUALS

It is Livingston’s plan to issue work manuals for each gate or set of

related gates. These work manuals are visualized to contain such information

as working procedures, gate layout, material flow, data collection, forms,

statistical reports and charts generated, quality standards, safety pre-

cautions, manpower assigmnents, and ,the

These work manuals are foreseen to

for use by Production Supervision. The

like.

be a product of Industrial Engineering

concept of issuing these manuals in
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this manner can be attributed to IHI suggestions in the TTP; however, specific

contents of such a manual would be unique to each shipyard.

As mentioned earlier, past documentation at Livingston has been predom-

inately in the welding field. Process standards, or standard procedures, as

issued in their current form at Livingston contain guidelines for welders to

follow. The specified welding parameters such as speed, amps, volts, etc may

be varied at each

is in contrast to

specified welding

welder’s discretion as conditions warrant. This allowance

IHI’s insistence that their welders adhere strictly to

parameters. While conceding this IHI practice is preferable

for producing consistently good quality work, it is not in Livingston’s

current plans to provide field engineer to issue such precise instructional

material at this time. However, this is a distinct possibility for the future.

Livingston does plan to continue issuing Welding Procedure Specifications

which are based on the Procedure Qualification Record approved by ABS. These

instructions specify the type material, position, electrodes., etc. qualified

for a specific procedure as discussed in tie welding Methods section of the

TTP Final Report on Facilities and Industrial Engineering.

D. CRAFT HANDBOOKS

Another desirable form of standards document is a handbook for each

craft. IHI issues handbooks to each worker specifying guidelines to follow

in the performance of his work. These handbooks contain both general and

specific guidelines concerning such subjects as work tools, job procedures,

safety precautions, quality standards, etc.

The writing and issuing of these types of handbooks are not foreseen in

the near future for Livingston but are prospective goals. Information for

welders’ use is currently being generated that would be included in this type

of handbook.
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5.7 CONCLUSION

The concept of process standards is not new to U.S. industry nor unique

to Japanese industry. The amount of application of standardization of processes,

however, and particularly the documentation of these standards is much more

prevalent at IHI than it has been at Livingston.

IHI’s approach to process standards emphasizes group technology and

organized, thorough documentation. The concept of group technology affects

process standards through the efforts to tie the standardization of products

(units in a ship, palletization, etc. ) to the standardization of processes and

facilities (gate system concept, pre-outfitting, etc).

The concepts discussed in this section are certainly applicable to any

shipyard. As discussed in the Planning and Production Control Final Report,

however, maximum benefits can only be achieved through adoption of the total

system. An effective process standards program requires integration of

materials, facilities, and manpower with standardized operations and procedures.

To adopt the IHI system piecemeal would consequently reduce its total effective-

ness in improving productivity.

The main points stressed by IHI and hereby confirmed as necessary ingre-

dients in an effective process standards system are:

1)

2)

3)

4)

5)

Implementation of a unitization concept whereby a whole can be divid-
ed into component parts.

Development of uniform, standardized methods for simplification and
repetition purposes.

Thorough documentation of processes and procedures.

Good corrrnunication practices.

Implementation of effective feedback systems.
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SECTION 6

COST STANDARDS

6.1 INTRODUCTION 

One of the most impressive aspects of the IHI production system is

the remarkable adherence to schedule. This phenomenon was immediately

visible to the Livingston team members visiting the IHI shipyards, and an

observation on which they all commented. The development of such precise

scheduling techniques comes as no accident or coincidence. It is the

result of

which are

cussed in

carefully planned, thoroughly documented information systems

devised to develop standard data. The process standards dis-

the foregoing section specify the proper methods to be followed

which result in procedural standardization. The subsequent step is the

measurement of performance resulting from application of these process

standards,

of product

IHI’s

amounting to standardized units of time per product, or numbers

per time element, which are the basis for cost standards.

analysis of the Livingston system of planning and scheduling

led them

1)

2)

3)

4)

5)

to the following observations:

Schedules based on tonnage as the only parameter are inaccurate;
there is usually no direct relationship between weight of work
and manhours required to perform the work.

The system did not lend itself to easy or accurate determination
of the actual status of work in progress.

Frequent changes in priority unfavorably influence the relation-
ship between planning and field personnel.

Poor communication and lack of confidence existed between planning
and field personnel.

Lack of communication existed between fitting and welding depart- 
ments.
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6)

The

Information supplied to the field on construction plans was
inadequate.

system proposed by lHI to Livingston for improved planning and

scheduling results was discussed in the Process Standards section. The

types of records to be used to establish this system were illustrated in

that section. In conjunction with establishment of standardized work

procedures, or process standards, a measurement system of the rate of

production results in performance standards. These standards form the

basis of cost standards, which are

A cost standard is a measured

to be used in planning, scheduling

lating the cost of the process.

Examples of cost standards in

defined in this report as:

rate of production for a given process

and estimating activities and in calcu-

the shipbuilding

manhours per ton, inches per minute (cutting), feet

etc. These figures would have to be extended by an

process include:

per hour (welding),

individual shipyard

to its own calculated costs for each process.- The’ distinction between 

cost standards and process standards, and the resulting overlap of terms,

was also explained in the Process Standards section of this report. In

this explanation, it was noted that IHI documents and charts often use

the term “process standard” in a manner that would comprise both “process

standards” and “cost standards” as described in this report.

6.2 DOCUMENTS

There are a number of status reports reconnnended by IHI for use in

the development and application of cost standards. Explanation of the

use of these forms follows later in this section of this report. A

brief description of the forms is provided here as preface to those

explanations:
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1) Manhour Collection Sheets

a) Daily record of manhours spent on each unit, by worker
name. (See Figure 6-1)

b) Monthly record, composed of summation of data on daily
records. (See Figure 6-2)

2) Efficiency Records on productivity, e.g., meters/hour ratio
on welding. (See Figure 6-3)

3) Blackboards--Displays posted in designated areas specifying
schedules, productivity, quality of work, etc. (See Figure
6-4 )

6.3 DEVELOPMENT OF COST STANDARDS

The purpose for developing process standards and cost standards from

the IHI viewpoint is for use in the following applications:

1) Base data for estimating manhour requirements

2) Base data for estimating periods of completion for jobs

3) Base data used toward determining needed improvements in
equipment and facilities

4) Base data used in status reporting and applied toward
improving productivity

5) Educational material and training aids for field personnel

The data used to calculate cost standards are derived from the previously

developed process standards. The approach recmnded by IHI for the deter-

mination of process standards first involves classification of the elements

to study. The basic elements regarding hull construction are listed in

Table T6-1. For each of these elements, such as marking, cutting, bending,

etc., the factors which chiefly influence the process standards are speci-

fied. This includes such items as the method employed, equipment used,

environmental conditions (inside ships, outside, cramped quarters, position-

ing of worker and workpiece, etc.) and similar influencing factors.
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By studying and analyzing these basic elements of the shipbuilding

cycle, a shipyard can determine the control parameters it may best utilize

for each element. This can be determined by the data collected at the

facility, the measurement technique it can best employ with the resources

it has available, and the accuracy and applicability of the data measured.

Table T6-2 specifies the measuremnent parameters used at IHI for each working

stage. Also included in this table are the efficiency factors achieved at

IHI and the parameters recommended for application at Levingston. These

parameters are used to measure the performance factors that become the

established cost standards. 

IHI applies welding length extensively as a parameter for process

standards. Livingston has historically maintained records in the form of

weight (tonnage) processed, and has applied ratios of manhours of tonnage.

IHI believes welding length has a more significant relationship to the

amount of work required both in fitting and welding than does tonnage.

According to IHI, this reliance on tonnage figures for manpower planning

at Livingston is the greatest contributor to the disparity between

projected and actual manhour figures in detail planning. In the case of

long-term scheduling or rough manhour estimating, tonnage figures are

considered acceptable parameters.

IHI acknowledges that figures on tonnage are easier to obtain and

generally more accessible information. Therefore, two methods of obtain-

ing welding lengths are described:

1) Use of conversion ratios from weight to welding length,
according to location of a unit within the ship.

2) Detailed measurement of actual welding lengths.
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The former

records of unit

method can only be applied, however, where historical

make-up and manhour records for previously built ships

can be captured. The basic philosophy of this method is to apply

previous data to present conditions where similarities exist. The value

of standards (product, material, process and performance standards) to

future planning needs becomes apparent in the application of this method

for obtaining necessary information in an efficient manner. The latter

method is time-consuming, but is quite accurate for obtaining this vital

information. Each of these methods is described in detail later in this

section.

6.4 CONTROL PARAMETERS

Table T6-2 reveals that IHI uses the following units of measurement as

control parameters in their establishment standards:

IHI

Number of plates

Number of pieces

Tonnage

Welding Length (W.L.)

Automatic Welding Length

seeks to use a parameter

(A.W.L. )

that relates to the time involved for

processing of material as the primary consideration. Their objective is

to use the simplest method of measurement without sacrificing accuracy or

reliability of the data that is generated.

In fabricating ships, the number of pieces processed (e.g., plates,

angles, small pieces, etc.) is most commonly accounted for and related

to hours required. Welding length is used on sub-assembly fitting and

welding, while aggregate tonnage suffices when measuring material handling
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and sorting functions. At the assembly

is the predominant unit of measurement.

6.5 MEASUREMENT OF WELDING LENGTH

As

for the

either:

1)

2)

and erection stages, welding length

The

mentioned earlier, there are two distinct methods utilized at IHI

measurement of welding length. This length is determined by using

Conversion from unit weight

Measurement on drawings

former method is a rough estimate based on weight and location of

the piece. It is not sufficiently accurate to use in detail planning and

scheduling of work within gates as performed by the Planning Department.

The calculations in this method aremade by the Engineering Department.

The latter method is more exact and useful in detail planning and

control. It requires measurements from key plan drawings and requires

a considerably greater investment in time. IH1 estimates Livingston

would expend approximately 100 to 120 hours to take the measurements

on a vessel the size of the F-32.

Each of these proposed methods of determining welding length is

described below.

6.5.1 Conversion from Unit Weight

In this method, welding length is calculated from unit weights using

the following formula:

WELDING LENGTH = WL (meters) = coefficient x Wt (tons)

This formula calculates total welding length without a distinction

between one-sided (Iabelled as automatic) and two-sided welding. The

coefficient values applied to the bulker are given in Figure 6-5.
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The coefficients given in this chart apply only to the specific

type of vessel illustrated. Another type, such as a tanker, container

ship, or drilling rig would require the determination of coefficients for

that particular vessel. However, where similarities exist between tk

different types, the coefficient is transferable. As mentioned earlier,

the determination of these coefficients is made from an examination of

the historical records from previously built ships of the same type.

6.5.2 Measurement from Drawings

Where previous data are not available, or where very accurate figures

are needed, welding lengths are taken from drawings. Briefly stated,

typical measurements are made on key plans and extended from the scale of

the drawing up to full scale. These measurements are applied across a

ship section to obtain welding length for the total section. The reference

drawings used in this method include:

Midship Section

Shell Expansion

Body Plan

Construction Plan

Construction Profile

The details of this method as it applies to the different sections

of the ship are summarized below. In the determination of welding length

for fillet welding or two-sided butt welding, the actual Iength measured

on a drawing is doubled to obtain the total welding length.

FORE AND AFT SHELL

a. Longitudinal: Measure the average length of a
longiitudinal, multiply it by the-number

b. Web Frames: Same as for longitudinal.

of Iongitudinals.
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W.L. = a + b + s

Where S = 35 to 45 meters

S is a safety allowance added in this case due to the
size of brackets on the web frames.

FORE AND AFT CUBIC UNIT

a. Flat panel to floors, girders and longitudinal:
Measure each line on the construction plan.

b. Shell to floor or longitudinal: Measure each
line on the construction profile.

c. Floor to girders: Measure a typical height at
each girder, multiply by number of floors at each
girder.

d. Component to component: Measure the typical joint
at a frame and longitudinal location, multiply it
by the number of joints.

W.L. = a + b + c + d + s

Where S = 40 meters

ENGINE ROOM

a. Measure each line on the engine flat plan.

W.L. = a + S

Where S = 20 to 25 meters (the average
welding length)

Includes the cooler flat, lower engine
flat, and upper deck panels.

ENGINE ROOM DOUBLE BOTTOM

amount of vertical

flat, upper engine

a. Tank top to floors or to girders: Measure each line on
the tank top plan.

b. Floors to girders: Measure a typical heightat each
girder, multiply by the number of floors at each girder.

c. Bottom to floors: Measure one of the floors, multiply
by the number of floors.
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d. Bottom to girders: Measure each line on the
shell expansion plan.

W.L. = a + b + c + d + S

S = 5 to 10 meters

HOLD PART

a. Panels (tank top, bottom
deck, slope) to floors:
the midship section.

shell, side shell, upper
Measure a typical ring of

b. Panels to girder and longitudinal: Measure length
of the unit.

c. Floor to girder: Measure the height between the
tank top and bottom shell, multiply by twice the
number of “T” cross points.

W.L. = a x Number Floors + b x Number Girders and
Longitudinal + c

6.6 ESTIMATING MANHOURS

6.6.1 Hull Construction

IHI uses combinations of techniques to estimate manhour requi

for an activity. The most common technique is use of historical dat

rements

a

together with staff personnel experience to estimate manhours. On occasion,

time study is used where historical data is not available, such as for a

new process.

The forms

section are used

described previously in the “Documents” portion of this

to collect data for this purpose. Manhour records maintained

on timekeeping cards are compiled in the computer. From this data, manhour

charges are collected and compiled by cost center. This data can then be

retrieved to ascertain the manhours required on units previously built or

similar ship types. Likewise, data collected and recorded

records relate manhours used and spent on units containing

lengths that are specified.

on monthly

the welding

6-16



1. Coefficients - Rough Estimates

For planning purposes, IHI uses records of actual manhours

to calculate difficulty factors, or “coefficients”, that are

used to estimate future manhour requirements= These coefficients

are used to convert unit weights to welding lengths, which is

extended by formula to determine manhours. The correlation

between actual manhours,

ing lengths and planning

Figure 6-6.

coefficient factors, unit weights, weld-

manhours is illustrated schematically in

IHI is very methodical, meticulous and_precise in its data

collection procedures. The Assistant Foreman (front-line super-

visor) is aware of the future applications of the time charges

of his workers and its importance and usefulness in the planning

process. He is, therefore, careful to charge his workers’ time

accurately. The staff personnel work closely with the Assistant

Foremen to organize data collection in meaningful terms and

utilize the data in the development of process standards and

determination of ship schedules. The Assistant Foreman sees the

result of good timekeeping when he receives realistic and achievable

schedules.

As mentioned earlier, IHI relies heavily on welding length as a

control parameter used in developing process standards for hull

construction. The two detailed method: of converting welding

length to manhour estimations through the use of coefficients are

each based on the accuracy desired. The procedures described

below relate to determination of manhours in the assembly procedures,
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including panel line, component assembly and final assembly because

of emphasis placed in this area in the study of schedules.

To estimate manhours in broad terms, the following formula is

applied:

H (manhours) = W.L. (weld length, meters) +

The coefficient applied in this formula

coefficient (meters/hr)

was determined by IHI

engineers utilizing their technical experience and their thorough

knowledge of the fitting and welding process. The coefficient

applied to a given type of ship would vary at individual shipyards,

but the basic tendency to stabilize to a reliable rate is prevalent

inmost cases. The use of these figures again emphasizes the

importance of accurate reporting of time charges.

The coefficients calculated by IHI for application by Livingston

to the F-32 bulker are provided in pictorial form on Figure 6-7.

These coefficients were determined by IHI using similar data which

applies to their shipyard, and estimating Livingston efficiency on

a ratio comparison to IHI efficiency (roughly 1:3). This ratio is

based on IHI’s observations of Livingston operations in construction

of the F-32 type bulk carrier.

The chart visually displays the efficiency coefficient for

fitting and welding based on location of

in the ship. For example, in..the center

assembly work is comparatively easy,

Fitting = 3.1 m/h (meters/hour)

Welding = 2.7m/h (meters/hour)

the

the assembly unit with-

double bottom where

coefficients given are:
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In the bulbous bow area, the coefficients reflect the difficulty

of the work by the following figures:

Fitting = 0.5m/h (meters/hour)

Welding = 0.6m/h (meters/hour)

IHI staff personnel recognize the variability of manhour require-

ments, depending on the existence or absence of various conditions.

These are categorized into two groups:

a) Those dependent on the structure

Classification of steel: mild
steel
Type of floor: watertight VS.

itself, such as:

steel vs. high strength

non-watertight bulkhead
Shape of structure, e.g., flat, curved, cubic (three-
dimensional odd-shaped units), width, length, etc.
Number of small pieces involved
Difficulty to achieve accuracy

b) Factors independent of the structure itself, such as:

Weather
Conditions for material preparation
Accuracy achieved in fabrication, fitting, assembly, etc.
Manpower leveling
Equipment availability
Condition of slab
Production procedures
Distribution of manpower

The conditions in the former list are measurable and are subject

to scientific evaluation. The latter list contains conditions which

vary at different shipyards, depending upon unpredictable factors

from a general viewpoint and must be determined independently. There-

fore, the conditions relating to variability of the structure itself

are

the

addressed in this section.

The coefficients may be influenced by the factors related to

structures. In order to take these factors into account, the
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following allowances are applied:

a) Material is mild steel (MS) or high tensile strength (HT):
Welding: Coefficient (HT) = 0.90 to 0.95 x Coefficient (MS)

b) Unit contains watertight (T) or Non-watertight (NT) floors:
Melding: Coefficient (T) = 0.85 to 0.90x Coefficient (NT)
Fitting: Coefficient (T) = 0.90 to 0.95 x Coefficient (NT)

c) Unit is curved (C), cubic (C) or Flat (F):
Welding: Coefficient (C) = 0.7 to 0.8 x Coefficient (F)
Fitting: Coefficient (C) = 0.6 to 0.7x Coefficient (F)

2. Coefficients - Detail Estimates

The estimating of manhours must also be performed in more detailed

fashion. Where this is required, IHI engineers applied the same

principles involved in the creation of coefficients on the charts of

Figure 6-5 and Figure 6-7 to develop a Table of Manhours and Efficiency

for each assembly unit on the bulker. This data is presented in

Table T6-3, a sample showing representative units within the double

bottom area.

The conversion ratio figures for each complete unit (15.0 and

16.0 on Table T6-3) correspond to the figures given on Figure 6-5.

However, these conversion ratios are further subdivided in the table

to show values for the top and bottom panels that made up each unit.

These ratios are used to convert actual weight of a unit to an

estimated welding length. Likewise, the efficiency coefficients

listed in the table are sub-divisions of the coefficients specified

in Figure 6-7. For example, Unit 101 lists coefficients for fitting

as 3.8 manhours and 2.5 manhours for top and bottom panels, respec-

tively, which is given as 3.1 manhours (average) on Figure 6-7.

Note also that the units are specified M.T. (watertight) or not on
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Fitting). This form contains provision for listing the material and

recording its quantity and weight. Figure 6-10 is a form for the

MLF proposed by IHI for Livingston. IHI makes a significant

distinction between materials whose weights havea linear relation-

ship with manhours from those that do not. The material is classified

as being of parametric or non-parametric weight, according.to the

following definitions:

Parametric Weight - The weight of material considered
to have a linear relationship with manhours required for
its installation. Examples: pipe, valves, walkways, etc.

Non-parametric Weight - The weight of material that does
not have this linear relationship with manhours. Exmples:
main engines, anchors, etc.

IHI recommends the determination of materials that can be classi-

fied as parametric, and the summation of these weights for a ship in

the preliminary planning steps at the design stage. These materials

should be assigned separate

of theMLF list.

6.6.3 Developing Standard Times

It is apparent that the key

pallet numbers during the development

to development of reliable process

standards and cost standards for outfitting functions is dependent upon

standardized, uniform working procedures and accurate manhour reporting,

as was mentioned in the case of steel construction. This is accomplished

by maintaining charts and graphs of actual productivity, by providing

feedback on the accuracy of the projected standards, and by taking

corrective action when discrepancies appear.

Examples of some cost standards recommended by IHI for Livingston

on outfitting items are given in Table T6-4. This table exemplifies the
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cost standards that can be developed by using the experience of knowledge-

able people combined with historical data. Figure 6-11 illustrates the use

of cost standards in the determination of budgets for building a module.

The total budget is a summation of individual budgets for each craft, 

obtained by using the cost standards, applying them to the MLF items listed

for each craft. Update of standards is obtained by comparing actual data

with budgeted data and revising the standards as necessary.

The data pertinent to development and use of process standards for

on-module outfitting is illustrated on Figure 6-12. This material and man-

hour table contains the relevant

manhours and actual manhours for

6.7 USES OF COST STANDARDS

data including ’parametric weight, budgeted

a representative module built IHI.

The process standards section of

and processes are determined within the

ment of each gate signifies the process

this report explains how methods

gate system concept. The establish-

performed within that gate.

This section has dealt with the establishment and definition of

control parameters for measuring work. As mentioned, IHI uses welding

length as the main parameter to measure work in the assembly type processes.

This data base allows the calculation

through each gate (at the preliminary

work required to produce an assembled

of the amount of work to be processed

planning stage), and the amount of

unit (at the detail level).

The information obtained from process standards and cost standards

may be used to construct charts on each unit, similar to the information

as illustrated on the following page.
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WELD LENGTH MANHOUR DAY
UNIT SIZE

AWL MWL PANEL FIT HELD

101(T) 40’x12’ 39.8 80‘ 140’ 75H 70H 185H 4W 4W 6W 6W 6W 6W

(B) 40’x12’ 50.4 80‘ 105’ 75H 55H 160H 4W 5W

Symbol Explanations:

Fitting MWL = Welding Length by

Welding AWL = Welding Length by

Panel Joining T = Top Panel

WL = Welding Length B = Bottom Panel

Manual Process

Automatic Process

H = Hours (Manhours) M = Workers (Fitters, Welders)

At this point, final decisions are made concerning the assignment

of units to designated gates. Consideration of such items as area of slab

required (due to size of the unit) and amount of work required (for conver-

sion from manhours to manpower) is involved. Workloads can then be leveled

to accomplish jobs by priority and within gate capabilities.

These data are converted to long-term schedules (See Example -

Figure 6-13) and short-term schedules (See Example - Figure 6-14). The

long-term schedule, covering a four-month period,

of each hull under construction. The short-term

emphasizes the operations being performed on each

accounts for production

thirty-day schedule,

unit at each gate.

A detail schedule can be issued for each assembly unit from this

standard data. An example of such a schedule is shown as Figure 6-15.

This schedule specifies the work performed to accomplish the fitting,

welding, panel joining, and final assembly of the unit.
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The welding lengths and efficiency ratios computed in the manner

described in this section provide the data for calculation of manhours

for each process. This is sub-divided into the total number of manhours

required per craft (fitters and welders in the example). The number of

workers required is determined by the welding requirements at each stage

of assembly. The schedule is, ’therefore, influenced by the amount of work

required on each unit, the calculated manpower needs, and the other work

being processed through that gate.

6.7.1 SCHEDULING APPLICATIONS

A thorougb discussion of the planning and scheduling system at IHI

is included in the TTP Final Report on Planning and Production Control.

In that report, the development of schedules ranging from broad ship

construction Master Schedules to

process is explained. A summary

which pertain to the use of cost

the detailed sub-schedules for each

of the applicable portions of the report

standards is presented on the next page.

Figure 6-16 presents the hierarchy of schedules developed from the

primary master schedule. The Ship Construction Master Schedule is the

top-level construction schedule for all work in a given yard. When a new

ship or ship program

must be allocated to

of the yard and with

is introduced into a yard, a suitable time frame

its construction within the overall building schedule

due regard to the delivery schedule established by

the Head Office. This schedule is prepared by the Production Control Group

of the shipyard through an estimation of the required manhours per month

based on the throughput rates established for the yard facilities and work

force. These throughput rates are calculated during the development of

cost standards as detailed in this section. In these overall scheduling
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applications, gross measurement elments (e.g., hours per ton) are suffi-

cient for this level of planning.

Master Schedules are next developed for Erection, “Assembly and

Outfitting stages for use as guidelines in developing the more detailed

sub-schedules at each process stage.

The Erection Master Schedule is

This schedule establishes the erection

the ship. This schedule is structured

the first working schedule prepared.

times for each unit in each zone of

taking account the following:

1. Proper erection sequence

2. Erection process

3. Capacities of assembly yard

4. Capacities of storage yard

5. Crane capacities

6. Capacities of outfitting and painting shops

7. Capacities of erection work groups

The assembly Master Schedule is prepared to show the time requirements

for each unit during the assembly process. Each type of unit is sorted by

the type of fabrication process required for its production into the following:
- Flat Units (e.g., center double bottom units of the midship

section)

Semi-flat Units (e.g., side double bottom units)

Curved Units (e.g., bow and stern sections)

Joined Units (e.g., two or more units joined to form a
“Grand Unit”)

Units are scheduled for assembly in a sequence and flow designed to

maintain a full load and smooth flow throught the assembly areas using
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the following criteria:

The

units is a

1. Determination of the number of

2. Assembly area requirements for

assembly days per unit

each type of unit

3. Capacities of each process lane

4. Optimum manloading of each process lane

5. Outfitting requirements on units having major
outfitting

6. Painting requirements

7. Storage requirements

8. Flow of structurally similar units in series

number of required assembly days for the different types of

standard in the yards. This standard is shown in Figure 6-17.

Also, the calculation of manloading is standardized through the computa-

tion of weld .deposit required on the various units. Weld deposit (DM or

Deposit Meters) per month per assembly area is plotted on a graph and

compared to the established capacity of

that the scheduled work exceeds that of

may be shifted to

the erection date

proposed assembly

assembly area.

other assembly areas,

that area. If the plot shows

the established capacity, work

subcontracted or, in extreme cases,

may be rescheduled. Figure 6-18 depicts

schedule versus the established capacity

a plot of a

of a specific

F Using the information contained in the Assembly Master Schedule,

Hull Construction Workshop -engineers prepare detailed schedules for each

sub-stage of the fabrication,

schedule is prepared for each

schedules detail the required

assembly and erection stages. No overall

of the production stages; rather, the

dates for lofting, marking, cutting, bending,
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sub-assembly, etc., to meet the assembly dates established in the Assembly

Master Schedule.

Detailed sub-schedules are prepared for each operation in the fabri-

cation process. These schedules cover all of the work required for each

ship set of parts, pieces, and sub-assemblies.

Mold loft schedules are prepared for each unit of a given ship.

The schedules define

Lofting requirements

requirements and the

each day’s activity for the mold loft for each unit.

are specified in the working drawings and these

daily schedule are coordinated by the Production

Planning and Engineering group. 

The sub-schedules for marking, cutting, and bending are developed

for each of the different process lanes of the fabrication ships. These

process lanes are discussed in the Process Standards section of this

report and include:

1. Cutting internals

2. Cutting panel or skin plates

3. Cutting and bending shapes

4. Bending plates

Each of these process lanes requires individual schedules for marking

and cutting. Bending schedules are prepared for those lanes engaged in

this activity.

These sub-schedules are prepared on the ultimate need date for the

components for sub-assembly or assembly, and the length of time required

to process bent or curved pieces versus simpler parts and pieces. Consider-

ation is also given to any pieces requiring special cutting such as beveling

which necessitates a longer process time and which should be removed from
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the continuous process flow, and to arranging a

pieces through a given work station to maximize

plates moving through a flame planing s

Sub-assembly of steel components

fabrication process lanes. The schedul’

going fabrication is primarily oriented

flow of similar or identical

the production rate (e.g.,

ation).

is performed at the end of the

ng performed for components under-

toward completing all necessary

components to support a smooth flow through the sub-assembly process. Sub-

assembly schedules are constructed so as to support the assembly of units,

just as the fabrication schedules support the buildup of the sub-assemblies.

Assembly sub-schedules are prepared for each type of unit, i.e.,

flator curved, and for each assembly area and each sub-stage. The Block

Assembly Plans, Assembly Specification Plans and the Assembly Master

Schedule are the basis for these schedules.

Production Planning and Engineering group personnel develop the

sub-schedules on the basis of the total welding requirements-for each unit

which also dictate the manloading for the assembly area. The use of cranes

is also carefully scheduled especially for the heavy lifts after assembly

of the units has begun.

The erection sub-schedules are developed in

Master Schedule by detailing the steps involved in

joining the individual units.

Fitting and welding manhours are calculated

concert with the Erection

preparation, landing and

for each step in the

erection sequence and the steps are “set back” from the preceding step

the appropriate number of days to allow for the accomplishment of the

requisite tasks. When completed, the schedules are adjusted to coincide
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with the launch of

ship scheduled for

In parallel

the ship and with the start of the erection of the next

that building basin.

with the scheduling of the steel work through the Hull

Construction Workshop, outfitting scheduling is developed to reflect the

procurement, fabrication, sub-assembly and installation of outfitting

components. The schedules coincide with the various production stages

of hull work as it proceeds through the sub-assembly, assembly and

erection processes.

6.7.2 MANPOWER PLANNING

 The manpower planning process involves several distinct steps to

ascertain the precise numbers of the different types of personnel required

for hull construction and outfitting. Essentially, this planning evolves

from an overall estimate of the manhours required for each production

stage (i.e., lofting, fabrication, assembly, erection, outfitting) to a

scheduling of these manhours

these man-loading schedules,

priate personnel to the work

on a month-by-month basis and, by means of

to an identification and allocation of appro-

groups at each work station. Monitoring of

these manhours is then accomplished by means of production control charts

maintained by the workshop staff-groups.

The overall estimate of manpower is performed by the Production

Control Department by first breaking down the estimate into the three

main areas of hull construction, fitting and painting.

Using the ship specifications and a Budget Control List (prepared

from historical data) and additional historical data from similar ships,

. the Production Control Planners estimate the number of manhours required

for hull construction based on the weight of the hull, probable welding
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lengths, and probable cutting lengths. Outfitting manhours are estimated

“

using the weight of fittings and the electrical cable length. Main

machinery weight is not included in this calculation. Painting is esti-

mated by weight and by the area requiring painting.

These manhours estimates are plotted in a series of curves which

are then aggregated in a “Production Curve” to show the total manhours

requirement for the ship over the time allocated in the Shipyard Master

Schedule for ship construction. Figure 6-19 shows the development of

this overall Production Curve.

Using the Production Curve, manhours are computed in terms of man-

hours per ton for each stage of production. The output of this planning

is a Manhour Estimation Table which details the hours per ton for the

various operations of fabrication, assembly, erection and outfitting.

In hull construction, the number of welder hours are determined

together with the number of support personnel. In this workshop, welding

is considered the primary activity and all effort is oriented toward

providing a smooth flow of work through the welding processes stall

times. Support personnel are considered to be all others who perform

tasks concerned with the transport, preparation and removal of material

to and from the welding stations.

 In outfitting, the number of manhours is determined for the various

fitters in each of the fitting sections (i.e., pipe, interior, deck machinery,

electric) per ton of fitting material at each production stage. Figure 6-20

depicts the

provides an

development of the Manhour Estimation Table and Figure 6-21

example of this table.
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The application of the hull construction and

across the ship construction time frame consists of

and plotting of the number of manhours required for

fitting manhours

the identification

each activity in

each sub-stage and stage of production. The summation of these manhours

forms the manhours curve for the ship being planned. Comparison of this

curve with a “standard” curve from a previous and similar ship indicates

its facility and provides an assessment of questionable areas. The

purpose of this assessment is to determine the number of manhours

required over the period of ship construction and to compare the

requirements with the available manpower month-by-month. 

The output of this overall workload scheduling is used to level-

load the production workshops and to ensure the availability of suffi-

cient manpower for all ships in process. Figure 6-22 illustrates the

development of this Work Load Schedule.

Estimated manhours for each shop and for each production stage

are closely monitored each month to ensure that the forecast hours are

sufficient to accomplish the scheduled work. Work efficiency is also

monitored by means of a comparison of actual hours expended to those

expended on a prior similar ship. This control is exercised within the

individual workshops through monthly and weekly shop schedules, manpower

charts, and performance control charts developed by the Production

Planning and Engineering staffs. This information is aggregated into

the overall manhour efficiency curve by the Production Control group.

Figure 6-23 shows the development of this curve.

Manhours are continually weighed against actual manhours used on

previous ships and by the various factors of manhours/ton, manhours per
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length of weld deposited, cut lengths, outfitting weights, cable lengths,

etc. This manpower planning, when combined with the production planning

and scheduling, forms a complete framework of data for the performance of

all work in each area of production.

6.8 LIVINGSTON APPLICATIONS

The application of the IHI cost standards program first requires .

initiation of a corresponding system of process standards. A good process

standards program provides a systematic approach for establishing, docu-

menting, and issuing standard work methods to the proper people. This is

a necessary pre-requisite to implementation of an effective cost standards

program through which the performance of standardized processes are

measured and reported in terms of throughput rates and efficiency.

Livingston has actively sought to implement  many of the IHI system

concepts that are the necessary foundations for a sound process standards

program. Material flow within the shipyard has been defined, the gate

system has been implemented, and material flows within certain areas have

been established. Material lists were revised to reflect new items

including unit system number

flow by gate number. Figure

Material as instituted since

ng, piece counts per component, and process

6-24 represents a typical Levingston Bill of

implementation of IHI planning and scheduling

technique, showing inclusion of this type of data and its format. The

section of this report on Process Standards describes Livingston’s appli-

cation of IHI technology in the implanentation of this technique.

Particular emphasis was placed on the employment of process standardiza-

tion techniques in the assembly functions, where written procedures and

guidelines were issued for each typical unit of the hulls under construction.
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IHI recommended the use of welding length as the control parameter

for measuring performance standards, and subsequent calculation of cost

standards. Livingston has not adopted the use of this parameter, but

chooses to continue using tonnage figures as cost parameters at the

present time. This is not because the use of welding length is of

questionable value, but rather because the Livingston record-keeping

systems are based on collecting tonnage figures. The status and plans

of Livingston are described in the following paragraphs, addressing

each of the two methods proposed by IHI to obtain welding length:

1) Measurement from drawings: The IHI approach of measuring

length from key plans is very accurate, but quite time-consuming.

weld

Also,

to be most useful for planning purposes, the measurements are needed

considerably sooner than actual production is started. At IHI, much of

the planning and scheduling is performed by a consolidated group of

design engineers, planners, and production engineers during design

development. This work is initiated upon issuance of yard plans, or

working drawings, which usually begins about three and one-half

months prior to keel lay (refer to the TTP Final Report on Engineering

and Design). This kind of timing has not occurred at Livingston for

contracts on initial-ship-of-series orders. Many drawings were issued

just ahead of construction of the first bulker.

construction of subsequent ships of like design,

welding length for use as a control parameter is

tion, at

The

based on

However, for the

the measurement of

planned for implementa-

least in some areas.

flat panel line is a likely candidate for institution of standards

measured welding lengths. This assembly shop performs work of a
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routine,

manhours

unique s<

recently

repetitive nature for which a direct

(of fitters and welders) and welding

tuation for Livingston is that panel

installed in a shop location with a permanently organized layout.

relationship exists between

1ength. However, another

line assembly was just

Therefore, data on manhours requires allowing for influence of the “learn-

ing curve”.

2) Conversion from unit weight: This method proposed by IHI has

merit due to its simplistic formula calculation made from available

data. However, the data require verification through analysis of a

shipyard’s actual performance over a series of like vessels. Since

Livingston has completed only the first F-32 type bulker at this time, the

data have not been collected nor verified for application of this method.

It is believed, however, that this method can have considerable value

as a tool for calculating performance standards and cost standards.

The control parameters recommended by IHI for Livingston to use

were listed in Table

and erection areas.

The location of

T6-2. Welding length was specified for the assembly .

work influences its efficiency and productivity.

At IHI, assembly is performed in covered shops under controlled condi-

tions. At Livingston, this work is performed both in the shop (Flat

Panel Line) and on slabs outside. The measured welding length method,

therefore, is applicable to the Panel Line while conversion coefficients,

less accurate but easier to obtain, are more appropriate to assembly

work on-slab.

In the Fabrication area, IHI recommended piece counts and tonnage

as parameters for Livingston to use. The revised Bills of Material
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(Figure 6-24) provide this information. Work orders issued at Livingston

are written to correspond to the process gates through which a unit

passes. Since manhours are charged against these Work Orders, Livingston

plans to collect these data and use it as a basis for projecting efficiency

on future work of similar type. This is the method that has been employed

successfully by the Japanese and is applicable to U.S. shipbuilding

activities.

Another way of accomplishing this objective is to issue forms to

supervision similar to those of Figures 6-1 and 6-2. From the data

collected on these forms, graphs and charts of efficiency and producti-

vity can be produced by Industrial Engineering, similar to that shown

on Figure 6-3. These charts will be displayed on blackboards such as the

type

6.9

proposed on Figure 6-4.

CONCLUSION

The main objective of the calculation of performance standards is

for use in projecting accurate plans and schedules. The data collection

methods proposed by IHI are planned for implementation at Livingston

when a sufficient data base has been compiled. Probably the single most

important factor in providing a system of useful performance standards is

assuring that accurate data is reported. The standards are only as

reliable as the data upon which they are based. This depends on accurate

reporting by supervision and validated calculations by people knowledge-

able of the processes and methodology of technical analysis.

The techniques used by IHI to measure performance by using    statisti-

cal methods are known to U. S. industry as applications of

Engineering. It is to the advantage of shipyards to apply
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these techniques



to their facility using methods and parameters best suited to their

particular needs.
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